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The manual applies to the Series Signal Analyzers of the following models: 

ǒ 4051A Series Signal/Spectrum Analyzer (3Hz-4GHz). 

ǒ 4051B Series Signal/Spectrum Analyzer (3Hz-9GHz). 

ǒ 4051C Series Signal/Spectrum Analyzer (3Hz-13.2GHz). 

ǒ 4051D Series Signal/Spectrum Analyzer (3Hz-18GHz). 

ǒ 4051E Series Signal/Spectrum Analyzer (3Hz-26.5GHz). 

ǒ 4051F Series Signal/Spectrum Analyzer (3Hz-40GHz). 

ǒ 4051G Series Signal/Spectrum Analyzer (3Hz-45GHz). 

ǒ 4051H Series Signal/Spectrum Analyzer (3Hz-50GHz). 

ǒ 4051L Series Signal/Spectrum Analyzer (3Hz-67GHz). 

ǒ 4051A-S Series Signal/Spectrum Analyzer (3Hz-4GHz). 

ǒ 4051B-S Series Signal/Spectrum Analyzer (3Hz-9GHz). 

ǒ 4051C-S Series Signal/Spectrum Analyzer (3Hz-13.2GHz). 

ǒ 4051D-S Series Signal/Spectrum Analyzer (3Hz-18GHz). 

ǒ 4051E-S Series Signal/Spectrum Analyzer (3Hz-26.5GHz). 

Options of the 4051 Series Signal/Spectrum analyzer in addition to standard accessories: 

ǒ 4051-H01, Back RF  input: To post position the RF signal input interface. 

ǒ 4051-H02, High IF Output : Output frequency range is 275MHz ~ 475MHz. Provide 30dB gain, 1dB step. 

ǒ 4051-H03, IF output: Output third IF signal, output frequency range is 10MHz ~ 160MHz, steps 

resolution is 1Hz.Provide 4 automatic gain positions to control level. 

ǒ 4051-H04A, Reconstruct IF/Video Signal Output: To realize arbitrary IF, AM/FM or I/Q signal output in 
form of digital reconstruction, the bandwidth upper limit is 40MHz. 

ǒ 4051-H04B, Wide band Reconstruct IF/Video Signal Output: To realize arbitrary IF, AM/FM or I/Q signal 
output in form of digital reconstruction, bandwidth range is 50MHz~100MHz. 

ǒ 4051-H08, Wide Log Detect Output: To output the logarithm wave-detection signal which can reflect the 

input signal level characteristics. 

ǒ 4051-H12A, 40MHz bandwidth digital interface: To output real-time broadband collecting data through 

optical fiber, support max. 40MHz bandwidth signal data output. 

ǒ 4051-H12B, 200MHz bandwidth digital interface: To output real-time broadband collecting data through 

optical fiber, support max. 200MHz bandwidth signal data output. 

ǒ 4051-H15, +24V DC power supply: +24V DC power supply. 

ǒ 4051-H22A, 4711 Data Recorder: Configured with SSD Data Recorder (have same interface 

characteristics) to realize real-time large-capacity recording of signal data. 

ǒ 4051-H22B, 4712 Data Recorder: Configured with HDD Data Recorder (have same interface 

characteristics) to realize real-time large-capacity recording of signal data. 

ǒ 4051-H33, Electronic Attenuator: The upper limit of frequency is 4GHz, attenuation range: 0~30dB, 1dB 

steps. 

ǒ 4051-H34-04/4051-H34-09/4051-H34-13/4051-H34-18/4051-H34-26/4051-H34-40/4051-H34-45/4051-

H34-50, Low-noise Preamplifier: Optional low-band PreAmplifier or all-band amplifier. The maximum 

frequency of all-band amplifier is up to 50GHz (4051L exception). If an all-band PreAmplifier is adopted, 

a noise optimization path of at least 4GHz frequency band should be provided. 



ǒ 4051-H36, Preselector Bypass: The tracking preselector in the bypass receiving channel. 

ǒ 4051-H38A, 40MHz Analysis Bandwidth: Support 10Hz-40 MHz analysis bandwidth. 

ǒ 4051-H38B, 200 MHz Analysis Bandwidth: Support 10Hz-200 MHz analysis bandwidth. 

ǒ 4051-H38C, 550 MHz Analysis Bandwidth: Support 10Hz-550 MHz analysis bandwidth. 

ǒ 4051-H39, Audio Analyzer: Realize audio frequency signal parameter measurement, distortion 

measurement and waveform analysis 

ǒ 4051-H40, External Mixer: To extend the frequency range using external frequency mixing method. This 

option provides LO output and IF input, as well as signal recognition ability. 

ǒ  4051-H41̆ Real-time Spectrum Analyzer: Pprovide digital phosphor spectrum and seamless waterfall, 

including frequency template trigger, which can support real-time spectrum analysis of 200MHz 

bandwidth. 

ǒ  4051-H48̆ Noise Figure: Noise source drive and noise figure measurement function  (4051L exception). 

ǒ 4051-S04, Phase Noise Measurement: Provide SSB phase noise curve and single point phase noise 

measurement. 

ǒ 4051-S09, Analog Demodulation Analyzer: Provide modulation characteristics and distortion 

characteristics analysis of AM, FM, ūM signals. 

ǒ 4051-S10, Transient Analyzer: To realize the measurement & analysis of transient parameters, spectrum, 

and time-varying characteristics of signals, support playback of the recorded data. 

ǒ 4051-S12̆ Vector Signal Analyzer: This option provides flexible demodulation functions of multiple 

single-carrier digital modulation signals. It can provide vector charts, constellation diagrams, eye 

diagrams, spectrum diagrams, etc., to analyze the characteristics of the modulation signal. The 

modulation error of the signal can be obtained by demodulation, which helps to judge the cause of the 

signal error. 

ǒ 4051-S13, Pulse Signal Analyzer: Automatic measurement on time, level and modulation parameters of 

pulse waveform and statistical analysis of pulse sequence. 

ǒ 4051-H97, Mounting suit: Handles and accessories for 4051 mounting on standard racks. 

ǒ 4051-H98, English options: English panels, user manual, operation interface, and operation system. 

Power supply: AC 100~240V̔50~60Hz. 

ǒ 4051-H99, Aluminum transportation case: High-strength lightweight aluminum transportation case, with 

handle and roller, convenient for transportation. 

  



Options of the 4051-S Series Signal/Spectrum analyzer in addition to standard accessories: 

ǒ 4051-H03, IF output: Output third IF signal, output frequency range is 10MHz ~ 160MHz, steps 

resolution is 1Hz.Provide 4 automatic gain positions to control level. 

ǒ 4051-H08, Wide Log Detect Output: To output the logarithm wave-detection signal which can reflect the 

input signal level characteristics. 

ǒ 4051-H34-04/4051-H34-09/4051-H34-13/4051-H34-18/4051-H34-26/4051-H34-40/4051-H34-45/4051-

H34-50, Low-noise Preamplifier: Optional low-band PreAmplifier or all-band amplifier. The maximum 

frequency of all-band amplifier is up to 50GHz (4051L exception). If an all-band PreAmplifier is adopted, 

a noise optimization path of at least 4GHz frequency band should be provided. 

ǒ 4051-S04, Phase Noise Measurement: Provide SSB phase noise curve and single point phase noise 

measurement. 

ǒ 4051-H97, Mounting suit: Handles and accessories for 4051 mounting on standard racks. 

ǒ 4051-H98, English options: English panels, user manual, operation interface, and operation system. 

Power supply: AC 100~240V̔50~60Hz. 

ǒ 4051-H99, Aluminum transportation case: High-strength lightweight aluminum transportation case, with 

handle and roller, convenient for transportation. 
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Preface 

Thanks for choosing the 4051 Series Signal/Spectrum Analyzer developed and produced by China Electronics 

Technology Instruments Co. Ltd. 

We devote ourselves to meeting your demands, providing you high-quality measuring instrument and the best 

after-sales service. We persist with "superior quality and considerate service", and are committed to offering 

satisfactory products and service for our clients. 

Manual No. 

AV2.732.1000SS 

Version 

D.2    2017.02 

China Electronics Technology Instruments Co. Ltd 

Manual Authorization  

The information contained in this User Manual is subject to change without notice. The power to interpret the 

contents of and terms used in this Manual rests with China Electronics Technology Instruments Co. Ltd. 

China Electronics Technology Instruments Co. Ltd owns the copyright of this User Manual which should not 

be modified or tampered by any organization or individual, or reproduced or transmitted for the purpose of 

making profit without its prior permission, otherwise China Electronics Technology Instruments Co. Ltd will 

reserve the right to investigate and affix legal liability of infringement. 

Product Quality Assurance 

The warranty period of the product is 18 months from the date of delivery. The instrument manufacturer will 

repair or replace damaged parts according to the actual situation within the warranty period. The user should 

return the product to the manufacturer and prepay mailing costs. The manufacturer will return the product and 

such costs to the user after maintenance. 

Product Quality Certificate 

The product meets the indicator requirements of the manual at the time of delivery. Calibration and 

measurement are completed by the measuring organization with qualifications specified by the state, and 

relevant data are provided for reference. 

Quality/Environment Management 

Research, development, manufacturing and testing of the product comply with the requirements of the quality 

and environmental management system. China Electronics Technology Instruments Co. Ltd has obtained the 

appropriate qualifications and passed the certification of ISO9001 and ISO14001 management system. 

Precautions 

 
Warning 

ñWarningò indicates danger. It reminds the user to pay attention to a certain operation process, operation 

method or similar situations. Noncompliance with the rules or improper operation may result in personal 

injuries. You must fully understand the warning and all the conditions in it shall be met before the next step. 

Caution 

ñAttentionò indicates important prompts and no danger. It reminds the user to pay attention to a certain 

operation process, operation method or similar situations. Noncompliance with the rules or improper operation 

may result in damage to the instrument or loss of important data. You must fully understand and meet the 

caution conditions before continuing next step. 
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1. Manual Guide 

This chapter describes the functions, chapter composition and main contents of the User Manual of 4051 

Series Signal/Spectrum analyzer, and the instrument-related documents for the user. 

 ̧ About manualŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ1 

 ̧ Related documentsŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ2 

1.1 About the Manual 

In the Manual, basic functions and operating methods of the 4051 Series Signal/Spectrum Analyzer are 

introduced. Including instrument characteristics, basic operating methods, measurement configuration 

operating manual, menus, remote control, maintenance, specifications and test methods to help you rapidly get 

familiar with and understand key points of the instrument operation method and use. For the convenience of 

operation, please carefully read the manual before operating the instrument, and properly operating it 

according to the guidance in the manual. 

The user manual includes the following chapters. 

ǒ Overview 

It provides an overview of main performance features and typical application of the 4051 Series Signal 

Analyzer and safety guidelines for instrument operations. It helps users get to know main performance 

features of the instrument and guide them to operate it. 

ǒ Introduction to Use 

In this chapter, inspections before use, instrument navigation, basic measurement methods and data 

management of the 4051 Series Signal/Spectrum Analyzer are explained to help users get to understand the 

instrument itself and measurement procedure and lay foundation for subsequent detailed introduction of the 

instrument measurement operating manual. Contents in this chapter are consistent with chapters in the Quick 

Start Guide. 

ǒ Operation Manual 

It introduces in details operations of measurement functions of the instrument, including instrument 

configuration, measurement process initiation and obtaining measurement results. It mainly includes two parts: 

function operation manual and advanced operation manual. The functions operation manual introduce and 

exemplify each setting in a systematic and detail manner for users not familiar w 

ith operating methods of the analyzer to help them understand and grasp basic usages of the Series Signal 

Analyzer, including setting of frequency, span and marker. The advanced operation guidance introduces 

complicated test procedures, advanced using technI/Ques and guidelines of measurement implementation with 

users having the basic knowledge of the use of 4051 Series Series Signal Analyzer but unfamiliar with some 

special operations as target readers. Including multi-signal measurement, distortion measurement, noise 

measurement, modulation signal measurement and power kit measurement. 

ǒ Menu 

This chapter describes the menu structure and items according to functional categories to facilitate query and 

reference. 

ǒ Remote control 

This section outlines the remote control of the instrument, so that the user can rapidly get to know how to 

remotely control the instrument. It is divided into four sections: the program control basics describe the 

concepts related to program control, software configuration, program-controlled port, SCPI commands, etc.; 

instrument port configuration describes the connection and software configuration of the program-controlled 

port of 4051 Series Signal Analyzer; basic programming of VISA interface provides an example of basic 

programming with text illustration and example codes, so that the user can rapidly get to know the 
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programming method; and I/O function library describes the basic concepts of the instrument drive and the 

basic installation and configuration requirements of the IVI-COM/IVI-C drive. 

ǒ Fault diagnosis and repair 

This section describes the overall operating theory, fault diagnosis and troubleshooting, and errors and repair. 

ǒ Specifications and test methods 

This section describes characteristics and main specifications of the 4051 Series Signal Analyzer and 

recommended test instructions for users. 

ǒ Appendix 

This section provides necessary reference information for 4051 Series Signal/Spectrum Analyzer, including 

terminology, remote control commands index, menu index and error messages index. 

1.2 Related Documents 

The documents related to 4051 Series Signal/Spectrum Analyzer include: 

ǒ User Manual 

ǒ Remote Control Manual 

ǒ Quick Start Guide 

ǒ Online help 

User Manual 

This manual introduces the functions and operation methods of the instrument in details, including 

configuration, measurement, program control, maintenance, etc. It aims to guide the user to comprehensively 

understand the functional characteristics and common test methods of the instrument. It mainly includes the 

following chapters: 

ǒ Manual Guide 

ǒ Overview 

ǒ Introduction to Use 

ǒ Operation Instruction 

ǒ Menu 

ǒ Remote control 

ǒ Fault diagnosis and repair 

ǒ Specifications and test methods  

ǒ Appendix 

Remote Control Manual  

This manual introduces the remote programming basis, SCPI basis, SCPI commands, programming examples, 

I/O drive function library, etc. It aims to guide the user to rapidly and comprehensively know the program 

control commands and methods of the instrument. It mainly includes the following chapters: 

ǒ Manual Guide 

ǒ Remote control 

ǒ Remote Command 

ǒ Programming examples 

ǒ Error illustration 
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ǒ Appendix 

Quick Start Guide 

This manual introduces the basic operations of configuration, start-up and measurement of the instrument, 

aiming to help users rapidly know the characteristics of the instrument and understand basic local and remote 

control operations. It mainly includes the following chapters: 

ǒ Manual Guide 

ǒ Preparation for use 

ǒ Typical application 

ǒ Help 

Online help 

Online help is integrated in the instrument to provide rapid text navigation help and facilitate local and remote 

operation. Hard keys on the front panel of the instrument and tool bars of the user interface can be activated 

with corresponding shortcut keys. Main chapters are the same as those in the user manual. 
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2 General 

In addition to main performance features and main applications of the 4051 Series Signal/Spectrum Analyzer, 

it also describes precautions for proper operation, electrical safety, etc. 

ǒ Product overviewŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ5 

ǒ Safe operating manualŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ5 

2.1 Product Overview 

The 4051 Series Signal/Spectrum Analyzer can cover a frequency range of 3Hz ~ 50 GHz at most and feature 

excellent test dynamic range, phase noise, amplitude accuracy and test speed as well as high-sensitivity 

spectrum analysis, standard power measurement unit, I/Q analysis, transient analysis, pulse parameter analysis, 

audio analysis, analog modulation measurement, phase noise test, providing reliable and high-performance 

test services for users. Moreover, the Series Signal Analyzer has good expansion capability for further 

improvement of test performance with flexible optional configuration and is capable of test system 

construction or secondary development with various digital and analog signal output interfaces. Such 

instrument can find wide application signals and equipment test in industries such as aviation, aerospace, radar 

detection, communications, electronic countermeasure and navigation. 

2.2 Safe operating manual 

Please carefully read and strictly follow the notes for attention below! 

We will spare no effort to ensure that all production stages conform to the latest safety standards to guarantee 

the highest safety for users. The design and test of our product and ancillary equipment thereof have been up 

to relevant standards of security; quality assurance system has been established to monitor the product quality 

to ensure the consistency with such standards. Precautions proposed in this User Manual should be followed 

to keep equipment intact and operations safe. Please do not hesitate to consult us if you have any questions. 

However, it is your responsibility to operate the product in a correct way. Please read and follow the safety 

instructions carefully before operating the instrument. The instrument is applicable to the industrial and 

laboratory environment or field measurement. Pay attention to the limitations for proper operation to avoid 

personal injury or property damage. We will not take any responsibility for any misuse or inconsistency as 

required, and you are liable for any risks incurred by. Therefore, please follow the safety instructions to 

prevent from personal injury or property damage. Please keep product documentation safe and deliver them to 

end users. 

ǒ Safety signsŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ5 

ǒ Operation status and locationŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ7 

ǒ Power safetyŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ7 

ǒ Operation precautionsŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ8 

ǒ Maintenanceŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ9 

ǒ Battery and power supply moduleŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ9 

ǒ Transportationŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ9 

ǒ Waste disposal/environment protectionŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ10 

2.2.1 Safety Signs 

2.2.1.1 Product-related Signs 

The safety signs of the instrument are as follows (Table 2.1). 
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Table 2.1 Instrument Safety Signs 

Symbol Meaning Symbol Meaning 

 
Caution: the user should pay attention to 

the information. The user should pay 

attention to the operation information or 

instructions. 

 
Power on/off 

 

 

 

 

Caution: handle heavy equipment. 
 

Standby indication 

 

 

 

 

Danger! Be careful of electric shock! 
 

Direct-current (DC) power 

 

 

 

 

Warning! Be careful of surface heat.  Alternating-current (AC) power 

 

 

 

 

Protect the conductive terminal. 
 

Direct-current/alternating-current 

power (DC/AC) 

 

 

 

 

Grounding 
 

Instrument reinforcement and 

insulation protection. 

 

Earthing Terminal 

 

EU mark of battery and 

accumulator. 

For details, refer to 1 of ñ2.2.8 

Waste disposal/environment 

protectionò. 

 

Caution: electrostatic sensitive device. 

Be careful. 

 

EU mark for electronic parts to be 

collected separately 

For details, refer to 2 of ñ2.2.8 

Waste disposal/environment 

protectionò. 

 

 

 

 

Warning! Radiation. 

For more details, refer to item 7 of 

ñ2.2.4 Operation precautionsò. 

  

2.2.1.2 Manual-related Signs 

The following safety warning signs are used in the product manual to remind the user to operate the 

instrument safely and pay attention to relevant information. 

 



2 General 

2.2 Safe operating manual 

 7 

 

 
Danger 

 

Danger sign: personal injury and equipment damage may be caused if no 

attention is paid. 

 

 
Warning 

 

Warning sign: personal injury and equipment damage may be caused if no 

attention is paid. 

 

 
Caution 

 

Caution sign: minor or moderate personal injury and equipment damage may be 

caused if no attention is paid. 

 

Caution 
 

Caution sign: it indicates important prompts but no danger. 

 

Prompt 
 

Prompt sign: information of the instruction and operation. 

2.2.2 Operation Status and Location 

Pay attention to the following items before operation: 

1) Unless otherwise stated, the 4051 Series Signal/Spectrum Analyzer should be placed steadily and operated 

indoor. The instrument should be operated and transported at places with an altitude no higher than 4,600 

m. The actual power supply voltage may be the indicated voltage ± 10%, and the power supply frequency 

may be the indicated frequency ± 5%. 

2) Unless otherwise stated, the instrument is not allowed to be placed on a wet surface, vehicle, cabinet, table 

and other objects which are not fixed and do not conform to the load conditions since it is has not gone 

through waterproof treatment. Place the instrument steadily and fix it on the solid object surface (such as 

the anti-static workbench). 

3) The instrument must not be placed in misty environment. For example, if the instrument is handled in an 

environment with temperature fluctuation, hazards such as electric shock may be caused by water drops 

produced on the instrument. 

4) Do not place the instrument on a heat dissipating surface (such as a radiator). The operating temperature 

must not exceed the specified range of relevant indicators of the instrument. Overheating may result in 

electric shock, fire, etc. 

5) It is prohibited to tuck any article from the opening on the housing into the instrument or cover openings 

or notches on the instrument for they are used for ventilation of the instrument and preventing overheating. 

2.2.3 Power Safety 

Precautions for the power supply of the instrument: 

1) Ensure that the actual power supply voltage is the same as that marked on the instrument before 

powering-on. 

2) Refer to the power supply requirements on the rear panel of the instrument. Use three-core power cords. 

Ensure that the power cord is grounded reliably. Floating or improper grounding may result in damage to 

the instrument and even operator injuries. 

3) Do not damage the power cord; otherwise, electrical leakage may be caused, resulting in instrument 

damage and even operator injuries. If any, check the external power cord or terminal block before 

operation to ensure the power safety. 
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4) If the power socket is not equipped with any ON/OFF switch, the power plug can be directly pulled off to 

power off the instrument. In this case, ensure it is easy to plug and unplug the power line. 

5) Do not use any damaged power cord. Before connecting the power cord to the instrument, check the 

power cord for integrity and safety. Reasonably place the power cord to avoid the impact from human 

activities. For example, the operator may fall over if the power cord extends over long distance. 

6) Keep the socket clean and the plug and the socket in good and firm contact. 

7) The socket and power cord must not be overloaded; otherwise, fire or electric shock may be caused. 

8) Unless specially permitted, the instrument shell must not be opened; otherwise, internal circuits and parts 

may be exposed, resulting in unnecessary damage. 

9) If the instrument needs to be fixed in a test place, the protective ground wire should be installed between 

the test place and instrument by the electrician with qualifications. 

10) Take appropriate overload protection measures to avoid instrument damages or personal injuries caused 

by overload voltage (arising from lightning, etc.). 

11) It is notable that when the instrument is in fire, toxic gas or lI/Quid harmful to human being may be 

released 

2.2.4 Operation Precautions 

1) The instrument operator must have certain professional and technological knowledge, good psychological 

quality and emergency response capability. 

2) Refer to relevant requirements in ñ2.2.7 Transportationò before handling or transporting the instrument. 

3) Allergic substances (such as nickel) are produced inevitably during instrument production. If the operator 

shows any allergic symptom (such as rash, frequent sneezing, red eye, breathing difficulty, etc.), 

immediately seek medical help to eliminate the symptoms. 

4) Refer to relevant requirements in ñ2.2.8 Waste disposal/environmental protectionò of this section before 

removing and disposal of the instrument. 

5) RF instruments may result in high-intensity electromagnetic radiation. The pregnant women and operators 

with heart pacemaker must be protected particularly. If the degree of radiation is high, take appropriate 

measures to remove the radiation source so as to prevent personal injury. 

6) To avoid the damage to the instrument caused by static electricity, anti-static treatment such as the use of 

anti-static table pad, foot pad and wrist pad should be provide, and the anti-static voltage should not be 

over 500V. 

7) You should choose connectors and cables meeting testing conditions and check connectors and cables 

before operation. 

8) During measurement, DC or AC coupling can be selected for the RF input interface. When DC coupling 

is selected, input of DC signals is prohibited since it will result in damage of internal parts; when AC 

coupling is selected, the maximum DC signals to be input is 50 V. 

9) It should be ensured that the input signal power at radio frequency input interface is lower than the 

maximum safety input level +30dBm to avoid the burning of the instrument. 

10) Hotplug should not be used for GPIB and monitor interface which do not support hot plug. 

11) It is prohibited to remove all connector protectors and matching units accompanying the instrument to 

avoid damage to connectors and measuring error. 

12) Turn off the power at front panel in a normal way instead of forcing a power off, or it will result in 

abnormities to the operating system; 

13) The instrument should be preheated for 30 min before testing in order to ensure measurement accuracy. 
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14) To ensure the best measurement effect, the instrument should be working at associated state as much as 

possible. 

15) When the tested signal is overloaded, the attenuator or the reference level should be adjusted to display 

the signal peak under the top division of the screen. 

16) Users are prohibited to delete ex-factory data of the instrument. 

17) Open Windows environment is adopted in the analyzer; and the user is prohibited to modify BIOS setup, 

or it will result in abnormal startup and work of the analyzer; 

18) Users can only delete the files they store rather than the system file. 

19) Before transmitting files with USB interface and Internet port, you should ensure the security and 

reliability of the carrier to avoid virus infection of the instrument. 

20) Addresses of GPIB and Internet access should be correctly set when GPIB or Internet access is used to 

form the testing system. 

21) In case of instrument failure, it is prohibited to disassemble the instrument, and instead, you should send it 

to the manufacturer for repair. 

2.2.5 Maintenance 

1) The instrument chassis must be opened by an authorized operator who has received special technical 

training. The power cord should be disconnected before operation, so as to avoid instrument damages and 

even personal injuries. 

2) The instrument should be repaired, replaced and maintained by special electronic engineers of the 

manufacturer, and the replaced or maintained parts must be subject to safety tests to ensure the safety of 

subsequent operation. 

2.2.6 Battery and Power Supply Module 

Carefully read relevant information before using the battery and power supply module, so as to avoid 

explosion, fire and even personal injuries. Precautions for battery use: 

1) Do not damage the battery. 

2) The battery and power supply module must not be exposed to flame and other heat sources. They must be 

prevented from direct sunlight and should be kept clean and dry in storage. Clean the connection port of 

the battery or power supply module with clean and dry soft cloth. 

3) Do not make the battery or power supply module short-circuited. As the short circuit may be easily caused 

by mutual contact or contact with other conductors, several batteries or power supply modules must not be 

stored in the same carton or drawer. Do not remove the original package until the battery and power 

supply module are required. 

4) The battery and power supply module must be prevented from mechanical impact. 

5) The leaky battery must not contact with the skin or eyes. In case of contact, rinse with plenty of clean 

water and immediately seek medical help. 

6) Use the standard battery and power supply module provided by the manufacturer. Any improper 

replacement or charging of alkaline batteries (such as lithium batteries) may easily result in explosion. 

7) The waste battery and power supply module should be recovered and disposed separately with other 

wastes. The battery contains toxic substances. It must be discarded or recycled according to the local 

provisions. 

2.2.7 Transportation 

1) The heavy instrument must be handled carefully. If necessary, use tools (such as the crane) to move the 

instrument to prevent damage to the body. 
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2) The instrument handle is applicable to handling by individuals. The instrument must not be fixed on the 

transport equipment during transportation. In order to prevent damage to the property and body, observe 

the manufacturerôs safety provisions on instrument transportation. 

3) If the instrument is operated on the transport vehicle, the driver should drive carefully to ensure the 

transportation safety. The manufacturer will not be responsible for emergencies in transportation. Do not 

operate the machine during transportation. Take reinforcement and protection measures to ensure the 

safety of transportation. 

2.2.8 Waste Disposal/Environmental Protection 

1) Do not dispose the equipment with the battery or accumulator mark along with other unclassified wastes. 

Instead, such equipment should be collected separately and discarded or disposed in the appropriate 

collection place or by the customer service center of the manufacturer. 

2) Do not dispose the discarded electronic equipment with other unclassified wastes. Such electronic 

equipment should be collected separately. The manufacturer has the right and responsibility to help end 

users to dispose waste products. If necessary, contact the customer service center of the manufacturer for 

corresponding disposal to avoid damage to the environment. 

3) Toxic substances (heavy dust such as lead, beryllium, nickel, etc.) May be released in machining or 

thermal reprocessing of the instrument or internal parts. In this case, the instrument or internal parts must 

be removed by technical personnel who have received special training and relevant experience, so as to 

avoid personal injuries. 

4) Toxic substances or fuel released by the instrument in reprocessing should be disposed in the specified 

method, with reference to the safety operation rules put forward by the manufacturer, so as to avoid 

personal injuries. 
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3 Introduction to Use 

This chapter introduces the operation precautions, description of front and rear panel, basic measurement 

methods, data file management, etc. Of the 4051 Series Signal/Spectrum Analyzer to help users get a 

preliminary understanding of the instrument and measurement process. To help users get to understand the 

instrument itself and measurement procedure. Contents in this chapter are consistent with chapters in the 

Quick Start Guide. 

ǒ Preparation before operationŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ11 

ǒ Front panel and rear panel ŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ28 

ǒ Basic measurement methodsŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ36 

ǒ Data managementŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ46 

3.1 Preparations before Operation 

ǒ Pre-operation preparationŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ11 

ǒ Configuration of Operating system ŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ20 

ǒ Routine maintenanceŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ26 

3.1.1 Pre-operation Preparation 

This chapter introduces the precautions for initial setting and operation of the 4051 Series Signal/Spectrum 

Analyzer. 

 
Warning 

Prevent damages to persons and the instrument 

In order to avoid electric shock, fire and personal injury: 

ü Do not open the casing without permission. 

ü Do not disassemble or modify any part which is not described in this manual. Disassembly may result in 

declining of the electromagnetic shielding performance, damage to parts in the instrument, etc., thus 

affecting the product reliability. In this case, we will not provide free maintenance services even within 

the warranty period. 

ü Please carefully read ñ2.2 Safe Operating Manualò of this Manual, and the safety precautions listed 

below and pay attention to the specific operating environment requirements in specifications. 

 

Caution 

Electrostatic protection 

Pay attention to anti-static measures in the workplace to prevent damage to the instrument. For more details, 

refer to ñ2.2 Safe Operating Manualò of this Manual. 
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Caution 

Pay attention to the following requirements before operation: 

The improper operation location or measurement setting may result in damage to the instrument or the 

connected instrument. Pay attention to the following requirements before powering on the instrument: 

ü The instrument should be kept at least 15 cm from the wall to ensure the fan blades and the louvers are 

not blocked. All ventilation holes should be smooth and unobstructed. 

ü Keep the instrument dry. 

ü Horizontally and reasonably arrange the instrument. 

ü The ambient temperature should meet the requirement in the technical specifications; 

ü The input signal power of the port is within the specified range. 

ü The signal input interface should be properly connected to avoid overload. 

 

Prompt 

Influence of electromagnetic interference (EMI): 

Electromagnetic interference will affect measurement results, therefore: 

ü Select the appropriate shielded cable. Example: use the dual-shielded radio-frequency/network 

connection cable. 

ü Always open and close the cable connection port which is not used temporarily. 

ü Please refer to the EMC grade indicated in the technical specifications. 

ǒ Unpackingŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ12 

ǒ Environmental requirementŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ13 

ǒ Power-on/offŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ14 

ǒ Proper use of connectorŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ17 

ǒ User inspectionŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ19 

3.1.1.1 Unpacking 

1) Appearance inspection 

Step 1. check whether the outer packing box and shockproof package are damaged. In case of any damage, 

keep the outer package for future use. Continue inspection according to the following steps. 

Step 2. unpack the box and check whether the host and accompanying articles are damaged. 

Step 3. carefully check the above articles according to Table 3.1. 

Step 4. Do not turn on the power supply of the instrument if the outer package, instrument and accompanying 

article is damaged or any error exists. Contact our service consultation center at the service 

consultation hotline in the Manual. We will rapidly repair or replace the instrument, depending on the 

actual situation. 

Caution 

Handling: the heavy instrument and packing box must be handled by two persons and placed carefully. 
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2) Model confirmation 

Accompanying items of the 4051 analyzer are as shown in Table 3.1. 

Table 3.1 List of Accompanying Articles of 4051 

Name Quantity Function 

Host 

4051 1 ð 

Standard 

Power cord 1 ð 

USB mouse 1 ð 

User Manual 1 ð 

Remote Control Manual 1 ð 

Packing list 1 ð 

Certificate 1 ð 

Options 

Depend on usersô options ð ð 

3.1.1.2 Environmental Requirements 

The 4051 Series Signal/Spectrum Analyzer should be operated at places conforming to the following 

environmental requirements: 

1) Operating environment 

The operating environment should meet the requirements in Table 3.2: 

Table 3.2 Operating Environment Requirements of 4051 

Operating temperature 0°C ~ 50°C 

Relative humidity: When the temperature is > +10°C, the humidity is (95% ± 5%) RH 

When the temperature is > +30°C, the humidity is (75% ± 5%) RH 

When the temperature is > +40°C, the humidity is (45% ± 5%) RH 

Altitude  0 ~ 4,600 m 

 

Caution 

The above requirements are for the operating environment of the instrument and not the range of technical 

specifications. 

2) Heat dissipation requirements 

In order to keep the operating temperature of the instrument within the specified temperature range, the heat 

dissipation space of the instrument should conform to the following requirements in Table 3.3. 

Table 3.3 Heat Dissipation Requirements of 4051 

Instrument Part  Heat Dissipation Distance 

Rear side ů150 mm 

Left and right side ů60 mm 

3) Electrostatic protection 

Static electricity is destructive to electronic components and devices. Generally, two anti-static measures can 

be taken: combination of conductive table mat and wrist strap; and combination of conductive floor mat and 
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ankle strap. Anti-static effect will be better when two measures are used at the same time. If used 

independently, only the former can make sure the safety. In order to ensure the user safety, the ground 

isolation resistance of anti-static components must be 1Mɋ at least. 

The follow anti-static measures should be taken to reduce static damage: 

ü All instruments must be properly grounded to prevent static electricity. 

ü The internal and external conductor of the cable should respectively contact with the ground temporarily 

before the coaxial cable and instrument are connected. 

ü Workers must wear the anti-static wrist strap or take other anti-static measures before contact with the 

connector or wire or any assembly. 

 
Warning 

Voltage range 

The above anti-static measures are not suitable for the places with the voltage higher than 500V. 

3.1.1.3 Power on/off 

1) Precautions before powering-on 

Check the following items before powering on the instrument. 

a) Confirm the power supply parameters. 

The 4051 Series Signal/Spectrum Analyzer is internally equipped with 220V AC power module (using 220V 

AC power supply) or 110V/220V self-adaptive AC power module (option, using 110V or 220V AC power 

supply working in self adaptive way, which means to automatically switch operating mode based on external 

AC power supply voltage). Therefore, please carefully read power requirements on the rear panel before using 

the instrument. Table 3.4 lists the requirements of the external power supply for normal operation of the Series 

Signal Analyzer. 

Table 3.4 Parameters of Working Power Supply of 4051 

Power supply parameter Applicable range 

Voltage, frequency 220V±10%, 50 ~ 60Hz 110V±10%, 50 ~ 60Hz 

Power consumption 

(startup) 
<400W <400W 

Power consumption 

(standby) 
<20W <20W 

 

Prompt 

Prevent mutual interference of various power supplies. 

In order to prevent mutual interference of power supplies of various devices, especially the instrument 

hardware damage caused by peak pulse interference of high-power equipment, it is recommended to use the 

220 V or 110 VAC voltage-regulated power supply to power on the Series Signal Analyzer. 

b) Confirm and connect the power line. 

The 4051 Series Signal/Spectrum Analyzer adopts three-core power line interface and conforms to national 

safety standards. Before the Series Signal Analyzer is energized, it should be ensured that the ground wire in 

its power line is reliably grounded. Floating or improper grounding may result in damage to the instrument 

and even operator injuries. Do not use the power line with no protective ground wire. When the appropriate 
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power socket is connected, the instrument shell will be grounded through the power line. The rated voltage of 

the power line should be no less than 250V, and the rated current should be no less than 6A. 

Connection of the power line to the instrument: 

Step 1: confirm that the power line is not damaged. 

Step 2: connect the power socket on the rear panel of the instrument to the well grounded three-core power 

socket through the power line. 

 
Warning 

Grounding 

Improper/wrong ground might lead to instrument destroy or even personal injury. It should be ensured that the 

protective ground wire of the instrument and that of the power supply are in good contact before energizing to 

start the Series Signal Analyzer. 

Use the power socket with protective ground wire. Do not use the external cable, power line or 

autotransformer subject to no grounding protection instead of the protective ground wire. If autotransformer is 

used, its common terminal must be connected with the ground protection of the power connection. 

2) Initial power-on 

The method and precautions of initial power-on are as follows. 

a) Connection of power supply 

Check the power supply parameters and the power cord before initial energizing. For details, refer to 

ñPrecautions before energizingò in 3.1.1.3 of the Manual. 

Step 1. Connect power line: Connect one end of the supporting power line of the Series Signal Analyzer or the 

three-core power line conforming to the requirements in the packing box to the power socket (as 

shown in Fig. 3.1) on the rear panel of the Series Signal Analyzer. The voltage indicator of the Series 

Signal Analyzer is marked beside the power socket to remind the user that the applied voltage should 

conform to the requirements. Connect the other end of the power cord to the required AC power supply. 

Step 2. turn on the power switch on the rear panel. As shown in Fig. 3.2, check whether the standby indicator 

above the power switch on the front panel (as shown in Fig. 3.3) is ON and yellow. 

Step 3. Turn on the power switch on the front panel: as shown in Fig. 3.3, do not connect any device to the 

Series Signal Analyzer before start-up. Start the instrument under normal conditions. After start-up, 

the indicator  above the power switch on the front panel will turn green. 

  

110 V/220 V self-adaptive AC power module 220 V AC power module 

Fig. 3.1 Power outlet on the rear panel of the 4051 analyzer 
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Fig. 3.2 Power Switch of Rear Panel of 4051 

 

Fig. 3.3 Power Switch on Front Panel of 4051 

b) Start-up/shutdown 

I. Start -up 

Step 1. Turn the power switch on the rear panel to ñIò. At such time, the power indicator above the power 

switch on the front panel turns yellow and the instrument is in standby mode; 

Step 2. Turn on the power switch in the lower left corner of the front panel. The power indicator above the 

power switch turns from yellow to green; 

Step 3. The user interface on the front panel of the instrument will gradually display the information of 

instrument startup: first with the manufacturer information and logo, followed by operating system 

options. There are two options available for selection, but users do not need to choose during normal 

operation. Windows 7 automatically starts after the timer hits 0; 

Step 4. After Window 7 is successfully started, the system will automatically initiate the Series Signal 

Analyzer and display its main operation interface. 

Then the instrument can be operated. 

Prompt 

10 MHz time base and warm-up 

In case of cold start of the 4051 Series Signal/Spectrum Analyzer (the instrument starts from complete 

shutdown), the instrument should be preheated for a while to reach the operating temperature at 10 MHz. If 

the instrument is started from standby, no preheating is required. When testing specifications, the instrument 

should be preheated for 0.5 h (refer to instructions in the technical specifications for more details). 

 

Prompt 

Attenuator initializing  

When entering the host program, there will be noise from attenuator gear setting due to attenuator 

initialization. Do not mistake it for a fault in the Series Signal Analyzer. 

 

Caution 

System startup 

Windows + x86 computer control platform is used in this analyzer, therefore no interference by the user is 
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needed during BIOS self inspection and Windows loading. Do not cut the power or modify the setup options 

in BIOS. 

Ii. Shutdown 

Step 1. Turn off the power switch at the lower left corner of the front panel. In this case, the shutdown process 

is started (the power supply must not be turned off until certain processing of software and hardware 

is completed). The instrument will be shut down after seconds. In this case, the color of the power 

indicator above the power switch will change from green to yellow. 

Step 2. Turn the power switch on the rear panel to ñOò, or connect the power supply of the instrument. 

Then the instrument is turned off. 

Caution 

Shutdown of Instrument 

The instrument in normal operation must be shut down by operating the power switch of the front panel. Do 

not directly operate the power switch of the rear panel or directly cut off the power supply of the instrument; 

otherwise, the instrument cannot be shut down normally and may be damaged, or the current 

status/measurement data may be lost. Shut down the instrument properly. 

c) Cutoff of power supply 

In order to prevent personal injury under abnormal conditions, the power supply of the Series Signal Analyzer 

requires emergency cutoff. In this case, pull off the power cord (from the AC power socket or the power 

socket of the rear panel of the instrument). Therefore, sufficient operating space should be reserved for direct 

cutoff of the power supply if necessary. 

3.1.1.4 Proper Use of Connector 

Connectors are commonly used in various tests of the Series Signal Analyzer and the following items should 

be checked when using connectors: 

1) Inspection of connector 

Wear the anti-state wristband in connector inspection. It is recommended to use the magnifying lens to check 

the following items. 

ü Check whether the plating surface is worn or deeply scratched. 

ü Check whether threads are deformed; 

ü Check whether there are metal particles on the connector threads and joint surfaces. 

ü Check whether the internal conductor is bent or cracking; 

ü Check whether the connector screw can rotate properly. 

 
Caution 

Prevent damage to the instrument port in connector inspection. 

Any damaged connector may result in damage to the connector in good conditions even in the first 

measurement connection. In order to protect each interface of the Series Signal Analyzer, the connector must 

be checked before connection. 

2) Connection method 

Check and clean the connector before measurement connection. Ensure that the connector is clean and intact. 

Wear the anti-static wristband in connection. The correct connection method and steps are as follows. 
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Step 1. as shown in Fig. 3.4, align the axes of two connectors to be interconnected, and ensure that the pin of 

the male connector can concentrically slide into the jack of the female connector. 

 

Fig. 3.4 Diagram of connector connection 

Step 2. as shown in Fig. 3.5, horizontally move two connectors to make them connected smoothly. Tighten the 

connector nut by means of rotation (do not rotate the connector). Avoid relative rotation of connectors 

during connection. 

 

Fig. 3.5 Diagram of connector rotation 

Step 3. as shown in Fig. 3.6, complete the final connection by tightening with the torque wrench. Note that the 

torque wrench must not be beyond the initial break point. Use the auxiliary wrench to prevent the 

connectors from rotation. 

 

Fig. 3.6 Diagram of wrench operation 

3) Disconnection method 

Step 1. support the connectors to prevent any kind of force which may result in distortion, shaking or bending. 

Step 2. use the open-end wrench to prevent the connector body from rotation. 

Step 3. use another wrench to loosen the connector nut. 

Step 4. rotate the connector nut by hand to complete final disconnection. 

Step 5. horizontally separate two connectors. 

4) Use of torque wrench 

The use of the torque wrench is shown in Fig. 3.7. Pay attention to the following items. 

ü Check whether the torque of the torque wrench is set properly before use. 

ü Ensure that the angle between the torque wrench and the other wrench (used to support the connector or 

cable) is less than 90° before applying force. 
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ü Carefully grip the handle end of the torque wrench, and apply force in the direction vertical to the handle 

to reach the break point of the wrench. 

 

Fig. 3.7 Use of Torque Wrench 

3.1.1.5 User inspection 

After the 4051 Series Signal/Spectrum Analyzer is energized for the first time, the instrument should be 

checked for normal operation to prepare for subsequent measurement operations. 

Prompt 

Description of hard/soft keys on the front panel 

Hard/soft keys on the front panel are described in the following forms: 

ü Description form of hard key: ȍXXXȎ, in which XXX is the name of the hard key; 

ü Description form of soft key: [XXX], in which XXX is the name of the soft key. 

If soft keys correspond to more than one state and their selected values have blue background color, it means 

relevant keys are enabled. For example, [Sweep Time Auto Man] indicates the sweep time auto on option is 

available. 

1) Self-calibration 

When the instrument is used for the first time, or there is obvious change in its temperature, self-calibration is 

required and the instrument should be calibrated according to the calibration signal. Power the instrument up 

and check that the power indicator above the power switch at the lower left corner of the front panel turns 

yellow, which means the standby power is working properly. Press the power switch on the front panel, check 

that the power indicator on the front panel turns green and the display backlight is on. It takes about 40 s to 

start the display and show the starting status interface. 

The Series Signal Analyzer should be set as follows: 

Step 1. Press the ȍSystemȎ key on the front panel to enter the system menu; press [Align] and [Align All] 

for the instrument to begin whole-machine calibration. At such time, a yellow dialog box will appear 

on the screen, saying ñCalibration is underwayò; 

Step 2. Wait for the calibration to complete: 

The calibration completes when the dialog box disappears. If no error message is prompted at the 

lower right corner of the screen, it means the instrument is working properly; if there is error message, 

it means the instrument is not working properly. In this case, please contact our service consultation 

center at the service consultation hotline in the Manual. We will rapidly repair or replace the 

instrument, depending on the actual situation. 

2) Self-Test 

Self-Test is not necessarily required for every startup of the instrument. It is only required when the 

instrument is suspected to develop faults. 
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Step 1. Press ȍSystemȎ key on the front panel to enter the system menu; 

Step 2. Press [Self-Test] key in the soft menu of the front panel to enter Self-Test interface; 

Step 3. Select the item to be tested and press [Start] soft menu to start the test. Check the test result. If all 

items are passed, it means the instrument is working properly; if certain item fails the test, it means 

the instrument is not working properly in someway. In this case, please contact our service 

consultation center at the service consultation hotline in the Manual. We will rapidly repair or replace 

the instrument, depending on the actual situation. 

After the above two steps are done, the instrument will be ready for operation. 

3) Functional verificati on 

After self-calibration, the instrument should be set as follows: 

Step 1. Press ȍInput/OutputȎ key on the front panel to pop up the input/output setting soft menu, press [Cal 

Port] and [500 MHz] to select 500 MHz calibration signal and press [Input Port RFCAL ] soft key to 

select the input interface for calibration. At such time, the internal calibration signal of the instrument 

is connected to the RF input interface; 

Step 2. Observe the test result on the screen. If 500 MHz calibration signal can be observed, it means the 

instrument is working properly; if not, it means the instrument is not working properly in someway. 

In this case, please contact our service consultation center at the service consultation hotline in the 

Manual. We will rapidly repair or replace the instrument, depending on the actual situation; 

Step 3. Press [Cal Port], [4800 MHz] to select 4800 MHz calibration signal; 

Step 4. Observe the test result on the screen. If 4800 MHz calibration signal can be observed, it means the 

instrument is working properly; if not, it means the instrument is not working properly in someway. 

In this case, please contact our service consultation center at the service consultation hotline in the 

Manual. We will rapidly repair or replace the instrument, depending on the actual situation; 

3.1.2 Configuration of operating system 

In this chapter, operating system and its configuration and maintenance methods of the 4051 Series 

Signal/Spectrum Analyzer are explained Please refer to the following precautions for the operating system of 

the Series Signal Analyzer to ensure normal operation of software functions of the instrument. 

ǒ Description of instrument softwareŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ20 

ǒ Windows 7 usageŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ20 

ǒ Windows 7 configurationŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ21 

ǒ Windows 7 system security and maintenanceŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ25 

ǒ System backup and recoveryŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ26 

3.1.2.1 Description of instrument software 

The 4051 Series Signal/Spectrum Analyzer uses Window 7 operating system as its host software and such 

operating system has been installed and configured according to performance requirements of the Series 

Signal Analyzer. 

3.1.2.2 Windows 7 usage 

The following operations will be available with the administrator account: 

ü Installation of third-part software; 

ü Configuration of network and printer; 

ü Reading and writing of any files on the hard disk; 
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ü Adding and deleting user accounts and passwords; 

ü Reconfiguration of Windows settings; 

ü Running of other application program. 

Caution 

The third -part software may affect the instrument performance. 

The 4051 Series Signal/Spectrum Analyzer is equipped with the open Windows system, and the third-party 

software may affect the performance of the Series Signal Analyzer. The applied software must be tested by the 

manufacturer and compatible with the host software. 

3.1.2.3 Windows 7 configuration 

Before the instrument is delivered from the factory, the operating system of the instrument has been set to the 

best configuration and any change in such setting will result in reduction in measurement performance of the 

instrument. Generally, no change in Window operating system settings is required. 

Caution 

Problems caused by changes in system configuration 

In case of problems in instrument usage or system crash due to changes in system configuration, the system 

recovery tool can be used to restore the operating system and application software, or users may contact our 

service consultation center at the service consultation hotline in the Manual. We will resolve the problems as 

soon as possible. 

However, users may be free to modify the following items to facilitate measurement reporting and system 

integration. 

1) Configure USB device 

The 4051 Series Signal/Spectrum Analyzer has USB interfaces on the front and rear panel for direct 

connection with USD devices. If USB interfaces are not enough, a USB hub can be connected to the USB 

interface to meet relevant requirement. The USB devices that can be connected to the Series Signal Analyzer 

include: 

ü USB memory that can be directly plugged in or out of the computer to facilitate data updating; 

ü CD-ROM drive, to help install firmware programs; 

ü Keyboard and mouse, to facilitate data editing and instrument operation; 

ü Printer, to help output measurement results. 

The Windows 7 operating system supports plug-and-play devices and therefore is easy for USB devices 

installation. When devices are connected to USB interfaces, Windows 7 will automatically search for device 

drivers for matching. If no relevant drivers are found, the system will automatically search for driver program 

directories to complete installation. 

If USB devices are removed from the USB interfaces, Windows 7 will automatically detect such changes in 

hardware configuration and uninstall relevant driver programs. Plugging of the USB devices does not affect 

operation of the Series Signal Analyzer. 

USB devices should be connected as follows: 

a) Connect USB memory or CD-ROM drive  

If the USB memory or CD-ROM is successfully installed, Windows 7 will prompt ñdevice successfully 

installed and available for useò and automatically display relevant path name and prompt (e.g.: ñD:ò). 

b) Connect keyboard 
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Windows 7 system will automatically detect the USB keyboard connected to the instrument with default 

language as ñChinese (China)- Simplified Chinese - US Keyboardò and set keyboard properties via ñStart > 

Control Panel > Clock, Language and Region > Keyboard and Languageò. 

c) Connect mouse 

Windows 7 system will automatically detect the mouse connected to the instrument and set mouse properties 

via ñStart > Control Panel > Hardware and Sound > Equipment and Printer > Mouseò. 

d) Connect printer 

Windows control panel can be used to configure the printer. Externally connected USB mouse and keyboard 

can be used to make printer configuration easier. If a new printer is required, only the drive program for such 

printer is needed. The manufacturer of the printer will provide such drive installer. The installer can be 

installed via externally connected USB CD-ROM. 

2) Configure GPIB 

The user may need to modify the GPIB address in system building. The default GPIB address of the Series 

Signal Analyzer is 18. Change the GPIB address as follows: 

Press ȍSystemȎ [Interface Config>>] [GPIB Address] to enter the interface shown in Fig. 3.9. Modify the 

GPIB address in the [Local GPIB address] input box through the number keys on the front panel. 

 

Fig. 3.9 Change GPIB Address 

3) Configure network 

a) Change host name 

The host name (computer name) of the 4051 Series Signal/Spectrum Analyzer has be preset as ñ4051-PCò 

before delivery from the factory. To avoid repetition of network name, if one network is connected to more 

than one analyzer, users may be free to change the host name. The host name should be changed as follows: 

(refer to Microsoft Windows 7 help documents.) 
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Step 1. Press Start menu, select Computer and right click Properties, click Change Settings at the right of 

Computer Name, Domain and Working Group and again click the Computer Name column to change. 

As shown in Fig. 3.10. 

Step 2.  Edit to enter a new host name and click Confirm to restart. 

 

Fig. 3.10 Change host name 

b) Configure IP address, subnet mask and default gateway 

Press ȍSystemȎ, [Interface ConfigṢ] and [Internet Config] to pop up the network connection setting 

interface, click Local Connection and right click Properties, double click ñInternet Protocol Version 4 

(TCP/IP)ò as shown in Fig. 3.11 to change IP address, subnet mask and default gateway. 
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Fig. 3.11 Configure IP address, subnet mask and default gateway 

c) Change system firewall settings 

The firewall is used to prevent unauthorized users to remotely operate the instrument. Therefore, it is the 

manufacturerôs recommendation to turn on the firewall for protection. Firewall protection has been enabled 

for the system and all interfaces for remote operations when the Series Signal Analyzer is delivered from the 

factory. The administrator is the only person authorized to change firewall settings. 

4) Configure BIOS 

Targeted setup has been made for the Series Signal Analyzer in BIOS. 

Caution 

Such BIOS setting cannot be changed. 

Targeted setup has been made for the Series Signal Analyzer in BIOS. Users should not change such setting; 

otherwise the instrument may not start or operate properly. 

5) Connect monitor 

External monitor (or projector) can be connected to ñDisplay Interfaceò connector at the rear panel of the 

instrument according to the following steps: 

Step 1. Connect the external monitor to the connector at the rear panel of the instrument. 

Step 2. Usually double screen will be displayed automatically. If other options are required, the video card at 

the lower right corner of the system can be used for setting. 

Step 3. Select the instrument to be displayed: 

ü ñDisplay 1ò: only internal monitor; 

ü ñDisplay 2ò: only external monitor; 

ü ñDouble displayò: internal and external monitors. 

Step 4. When necessary, the screen resolution to be used can be changed. 
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Step 5. Before the setting is to take effect permanently, press ñApplyò to test it to help to restore the previous 

setting when necessary. 

Step 6. If such setting is suitable, press ñOKò. 

6) Configure initial state 

This section explains how to initially set the 4051 Series Signal/Spectrum Analyzer. 

a) Set date & time 

Date & time is displayed in the status bar at the top right corner of the operation interface of the instrument. 

When a file is saved, relevant time information will be saved synchronously. Users can set date/time in the 

Windows 7 system. 

3.1.2.4 Windows 7 system security and maintenance 

1) Anti -virus software 

Installation of anti-virus software may have some negative effect on performance of the instrument. It is 

highly recommended that users do not us the instrument as common computer for browsing the Internet or 

transmitting files to avoid infection of viruses. 

Before using any USB mobile memory devices, they should go through anti-virus treatment with a computer 

installed with latest anti-virus software to ensure that such devices will not carry any virus. 

Infection of the Series Signal Analyzer system by viruses will bring adverse effect on system operation and 

usage by users. In such case, it is recommended that users restore the system. Refer to ñ2) System 

maintenanceò for more details. 

2) System maintenance 

a) Windows 7 backup 

It is recommended that users regularly back up the system with the ñsystem recovery toolò of the instrument 

to completely back up instrument data and the system. See ñSystem backup and recoveryò for more details. 

It is recommended that before the instrument is used for purposes other than common purposes, such as long-

term access to Internet and installation of third-party software, system backup of the instrument should be 

made to avoid accidental infection of viruses and other damages to operations of the instrument system. 

The Windows 7 operating system has similar data backup function and is capable of copying all data in the 

instrument and creating a system disk to recover Windows system in case of serious failure. Refer to helps and 

references of Windows 7 system for more information. At the same time, third-party backup software that is 

compatible with the system software of the instrument can be used. It is recommended to use external devices 

for backup of the system data, such as network hard disk or USB hard disk. 

b) Windows 7 system recovery 

The Windows 7 system is capable of system recovery to restore the system to its previous state at certain point. 

However, Windows built-in system backup and recovery function does not always succeed. Therefore, such 

backup method is not recommended. 

3) Hard disk partition and usage 

The hard disk has been divided into three parts: ñC:ò, ñD:ò and ñE:ò. 

Disk C contains Windows 7 operating system and instrument application programs. Third-part software can 

also be installed to Disk C. Disk C is the only disk for program backup and recovery. 

Disk D mainly contain the response program for keys: keymap. 

Disk E is mainly used for data storage. It contains software data saved by users and Disk C system backup 

data. Users can copy the backup data on Disk E to external memory devices. In this case, all that is needed is 

to restore backup data to the new disk if the hard disk is to be replaced. 
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3.1.2.5 System backup and recovery 

1) Disk operating system or data recovery 

The disk recovery system of the Series Signal Analyzer is used to restore in case of software error of Disk C 

(caused by loss of system files or data) or restore original manufacturer defaults. 

Restoring of manufacturer defaults will affect the following: 

ü User-defined Windows 7 settings. Such as adding new user accounts. After the system is restored, new 

settings are required. 

ü After the system is restored, other third-party software installed by users should be reinstalled. 

Using data recovery to repair disk error may result in loss of data or files. Therefore, data generated during 

measurement should be saved in Disk E. Furthermore, it is recommended that users regularly transmit such 

data via LAN to other computers or other storage media for storage. 

2) How to use instrument recovery program 

Step 1. Confirm that the instrument is turned off. 

Step 2. Connect standard keyboard from PS/2 interface on the rear panel of the instrument; 

Step 3.Turn on the instrument. After display of the system information, an operating system menu with a 

timer will appear: 

Windows 7 

System Recovery Tool 

Before the timer hits 0, use the up/down arrow on the standard keyboard to select ñSystem Recovery 

Toolò and click Enter. 

Step 4. After entering the system recovery program interface, proceed as follows: 

a) Select the first item ñGHOST, DISKGEN, PQMAGIC, MHDD, DOSò and wait to enter the next 
operation prompt interface; 

b) Select the third item to start ñGHOST11.2ò, wait to enter GHOST11.2 operating interface and 

click Enter when a dialog with OK button appears; 

c) Select LocalĄPartitionĄFrom Image; use Tab key to enable ñFile nameò input box in the 

opened file dialogue and enter 1.4: \systemghost.GHO; 

d) Use Tab key to switch to OK in the Select Source Partition dialog popped up and click Enter; 

then again use Tab key to switch to OK in Select Target Deviceò dialog popped up and click 

Enter; select Partition 1 in Select Target Partition dialog popped up, use Tab key to switch to OK 

and click Enter; 

e) Select Yes in Alert and Confirmation dialog and click Enter; 

f) Wait until the system is completely recovered and select Reboot by following the prompts. 

Step 5.  After the instrument is restarted, the system will restore to the previous state when backup was made. 

Step 6. After the system is restored, it is recommended that users execute all IF calibrations when the 

instrument is working stably after startup. 

3.1.3 Routine Maintenance 

This section describes the routine maintenance of the 4051 Series Signal/Spectrum Analyzer. 

ü Cleaningŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ27 

ü Test interface maintenanceŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ27 
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3.1.3.1 Cleaning 

1) Clean the instrument surface according to the following steps: 

Step 1. turn off the instrument by disconnecting the power line connected to the instrument. 

Step 2. carefully wipe the surface with dry or slightly wet soft cloth. Do not wipe the inside of the instrument. 

Step 3. do not use any chemical cleaner, such as alcohol, acetone or any cleaner which may be diluted. 

2) Clean LCD display 

The LCD display should be cleaned after using for a while. Follow the steps below: 

Step 1. turn off the instrument by disconnecting the power line connected to the instrument. 

Step 2. soak clean soft cloth with cleaner, and carefully wipe the display panel. 

Step 3. Dry the display panel with clean and soft cotton cloth; 

Step 4. Connect the power line after the cleaner is thoroughly dry. 

Caution 

Clean the display. 

There is anti-static coating on display surface, do not use fluoride-bearing detergent or acidic/alkaline 

detergent. Do not spray detergent on display panel directly, otherwise it may penetrate into and damage the 

instrument. 

3.1.3.2 Test interface maintenance 

The 4051 Series Signal/Spectrum Analyzer has a RF input interface. If such interface is damaged or there is 

dust inside it, RF band test result may be affect. Therefore, such interface should be maintained as follows: 

ü Keep the interface far away from dust and keep it clean. 

ü Do not expose the interface surface to prevent ESD. 

ü Do not use damaged interfaces. 

Please use the air blower to clean the interface and new allow tools such as sandpaper to get in contact with 

the interface surface. 

Caution 

Interface impedance matching 

The 4051 Series Signal/Spectrum Analyzer has a RF input interface of 50 ɋ. If the impedance connector is not 

matched, the test result will be affected. 
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3.2 Front Panel & Rear Panel 

This chapter introduces the elements and functions of the front panel, the rear panel and the operation 

interface of the 4051 Series Signal/Spectrum Analyzer. 

 ̧ Front panelŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ28 

 ̧ Rear panelŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ33 

3.2.1 Front Panel 

This section describes the structure and functions of the front panel of 4051 Series Signal/Spectrum Analyzer. 

The front panel is as shown in Fig. 3.12. 

 

Fig. 3.12 Front Panel of 4051 

1. Power button 7. Numeric keypad 13. RF input 

2. System function area 8. Knob and arrow keys 14. Back 

3. Display zone 9. Trigger input 15. USB interface 

4. Cancel key 10. Audioinput 16. Headset jack 

5. Soft key 11. Noise source drive 17. Volume key 

6. Measurement setting key area 12. External mixing interface 18. Window keys 

3.2.1.1. Power button 

The power button, located lower left corner of the front panel, is used for turning on and off the instrument. 

3.2.1.2 System control key area 

The function key area is used to set system-level functions as shown in Table 3.5. 

Table 3.5 Description of system control key area 

Button name Function description 

Reset To restore the instrument to default settings. 

System To provide functions related to system setting: error list, start-up reset, calibration, time & date, 

input/output and configuration. 

File To manage, save and call files. 

Save To store instrument settings. 
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Print To define printer output, select and configure printer. 

Help To display online help. 

3.2.1.3 Display Zone 

To display all measurement results on the screen on the front panel. Besides, the screen display also provides 

status and setting information and allows users to switch among different measurement tasks. Refer to ñ3.3.1.1 

Display area informationò of the Manual for more details. 

3.2.1.4 Cancel key 

It is used to exit any functional operation without changing current parameters, including cancel trigger, exit 

numeric keypad and exit file dialog. 

3.2.1.5 Soft keys 

The display screen on the front panel of the analyzer has 7 unidentified black buttons, known as ñsoft keysò. 

Such keys have different instructions depending on currently selected mode and measurement and are closely 

related to keys recently used. Corresponding functions of such keys will be highlighted when they are pressed. 

Fig. 3.13 shows the soft key menu of ȍFrequencyȎ. 

 

Fig. 3.13 Soft key menu 

1) Select soft keys 

ü Directly press the corresponding soft key at the right of the menu; 

ü Use the mouse pointer or other pointer device to press the key on the screen. 

2) Navigation in the soft key menu 

ü ñMenu 1/2ò indicates that such menu has more soft keys than can be showed at a time. Press the menu to 
display a set of soft keys; 
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ü If the soft key tab has Ṣ symbol, it means a submenu of more soft keys is contained. Press such soft key 

to display the submenu; 

ü Return key is used to return to the previous menu. 

3) Soft keys operation 

Press the soft key to execute one of the following actions: 

ü Open a dialog box to enter data; 

ü Enable or disable a function; 

ü Open a submenu (only for soft keys with Ṣ symbol). 

4) Identify status of soft keys by colors 

The selected soft key will be displayed in highlight. If it is a switch soft key, it is currently highlighted as 

black. If some instrument function cannot be used due to specific setting, relevant soft key will be disabled 

and grayed out. Some soft key belongs to specific (fixed) option and will not be displayed if such option is not 

installed. 

3.2.1.6 Measurement setting key area 

The measurement setting key area provides most commonly used measurement settings and functions as 

shown in Table 3.6. Refer to ñ5.2 Menu desperationò of the Manual for detailed description of functions. 

Table 3.6-1 Description of measurement setting key area 

Button name Function description 

Frequency To set center frequency, start and stop frequency and frequency step of frequency range of 

current measurement. This key is also used to set frequency offset, auto tuning and signal 

tracking. 

Span/X Axis To set the frequency span to be analyzed or return to previous frequency span. 

Amplitude/Y 

Axis 

To set reference level, attenuator, scale type, scale size, unit, reference level offset and 

amplitude correction. 

Measurement 

setting 

To set measurement average count, average type, limit line, phase noise optimization, 

preselector, RF gain and ADC dither status. 

Measurement 

control 

To set measurement stop or restart. 

Bandwidth To set resolution bandwidth, video bandwidth, VBW/RBW, frequency span/RBW, filter type 

and filter bandwidth. 

Scanning To set sweep time, sweep count and to select continuous measurement OFF or ON. 

Trigger To select trigger mode, trigger threshold, trigger delay and trigger holdoff time. 

Continuous To select continuous measurement. 

Singular To select continuous measurement off. 

Automatic 

setting 

To enable auto setting of mechanical attenuator, resolution bandwidth, video bandwidth, 

VBW/RBW, frequency span/RBW, sweep time and frequency step. 

Track To obtain and analyze trace configuration of measurement data. 

Display To set display line, language, graticule, status area and frequency information status. 

Marker To set absolute and relative positioning measurement marker (marker and delta marker). 

MrkĄ To give marker frequency to center frequency, marker to frequency step, marker to start 

frequency, marker to stop frequency and marker level to reference level. 

Mode To set measurement mode of the Series Signal Analyzer. 

Measurement To set measurement functions in current mode. 
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Input Output To set frequency reference, coupling mode, input interface, calibration interface, High IF 

output switch, logarithm detector output switch and input impedance. 

Table 3.6-2 Description of measurement setting key area (continue) 

Button name Function description 

Marker 

function 

To provide additional analysis function for measurement marker: 

ï Marker Count 

ï Audio Demulation 

ï Noise Marker 

ī N dB measurement 

ï Bandwidth Power 

ï Bandwidth Density 

Peak search 

To execute peak search, delta marker, give marker frequency to center frequency and give 

marker level to reference level functions for active markers. If no marker is active, enable 

normal marker 1 and execute peak search. 

3.2.1.7 Keyboard 

 

To enter alphanumeric parameters. Including the following keys: 

1) Alphanumeric keys 

To enter numbers and (special) characters in the edit dialog. See ñ3.3.1.4 Input dataò in the Manual for more 

details. 

2) Decimal point 

To inset one ñ.ò At cursor position. 

3) Symbolic keys 

To change symbols of numeric parameters. When inserting an alphanumeric parameter, a ñïò will show at the 

cursor position. 

4) Backspace key  

ü When alphanumeric character has been entered, this key will delete the character at the left of the cursor; 

ü If no input field is active, this key will cancel recently entered value and restore the previous value. 

Therefore, users can switch between two values (such as frequency span). 

5) Enter key 

ü To terminate the input of a dimensionless number and set it as a new value; 

ü For other inputs, this key may be used as unit key including ñHz/dBò; 

ü Press Default or Focus button in the dialog. 
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3.2.1.8 Knob and arrow keys 

1) Knob function:  

 

ü When entering numbers, step up (clockwise) or down (anticlockwise) the instrument 

parameters as specified; 

ü To move the selection bar in the Focus area (such as list); 

ü To move markers or limit lines on the screen; 

ü If a scroll bar is selected, to vertically move such scroll bar; 

ü When pressed, it has the same function with Enter key. 

2) Up/down key function 

 

ü To increase or decrease instrument parameters in the number edit dialog; 

ü To roll up and down the items in the list; 

ü To vertically move the selection bar in the table; 

ü To move the scroll bar in windows or dialogs with the vertical scroll bar. 

3) Left/right key function  

ü To move the cursor in the alphanumeric character edit dialog; 

ü To roll up and down the items in the list; 

ü To horizontally move the selection bar in the table; 

ü To move the scroll bar in windows or dialogs with the horizontal scroll bar. 

3.2.1.9 Trigger input 

BNC female, for external trigger signal input on the front panel with input voltage range of [-5V, +5V]. 

3.2.1.10 Audio input 

BNC female, for test and analysis of audio signal input with input frequency range of [-5V, +5V]. 

3.2.1.11 Noise source drive 

Reserved for function extension. 

3.2.1.12 External mixing interface 

Available when relevant option is selected. 

LO output interface: 2.4 mm connector; 

IF input interface: 3.5 mm SMA female connector. 

3.2.1.13 RF input  

For subsequent analysis by connecting the tested device via the cable to RF input interface. 

Caution 

The input interface should not be overloaded. Refer to the specification manual for maximum permissible 

value. DC input voltage of no more than 50 V is allowed for AC coupling. No DC voltage is allowed at the 

input interface for DC coupling. The internal mixer of the instrument will be damaged if the above conditions 

are not met. 
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3.2.1.14 ESC key 

Press Esc to return the soft menu to the previous level. 

3.2.1.15 USB Interface 

Standard USB2.0 interface, A type. For connecting peripherals of the same interface, such as keyboard, mouse, 

drive and hard disk. 

3.2.1.16 Headset jack 

To connect the headset. If it is connected, the internal loudspeaker will be turned off automatically. 

 
Caution 

Be careful! Too high volume may damage hearing. 

Headset volume should be checked to be moderate before putting on the headset in order to protect usersô 

hearing. 

3.2.1.17 Volume key 

 

 

To set headset or loudspeaker volume. 

3.2.1.18 Window key 

See Table 3.7 for icons and function description of the window key area. 

Table 3.7 Description of measurement setting key area 

Icon of window key Name of window key Function description of window key 

 

Windows system Start menu 

key 
To display Windows ñStartò menu 

 

Virtual keyboard key To switch between screen keyboard display interface 

 

Windows zoom in/out key Zoom in/out current window 

 

Window switching key To switch between several windows 

 
Window close key To close currently selected window 

 
Tab To move in different areas of Windows dialogs 

3.2.2 Rear Panel 

This section describes the structure and functions of the rear panel of 4051 Series Signal/Spectrum Analyzer. 

The rear panel is as shown in Fig. 3.14. 
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Fig. 3.14 Rear Panel of the 4051 Analyzer 

1.  Input interface of power supply 6. USB interface 11. GPIB interface 

2.  Power switch 7. LAN interface 12. IF output 1 

3.  Earthing Terminal 8. Positioning antenna input 13. IF output 2 

4.  40MHz/200MHz bandwidth 

digital interface 

9. RF input on the rear panel 14. Broadband reconstructed IF/video 

signal output 

5.  Monitor 10. BNC input/output on the 

rear panel 

15. Reconstructed IF/video signal 

output 

3.2.2.1 Input interface of power supply 

AC power input of the instrument. 

3.2.2.2 Power switch 

Main power control switch of the instrument. 

3.2.2.3 Grounding terminal 

To reliably ground the instrument. 

3.2.2.4 40MHz/200MHz bandwidth digital interface 

Use the photoelectric conversion module to realize IQ data stream output and input at 40MHz/200MHz. 

3.2.2.5 Monitor 

VGA interface, for external connection with VGA display device. 

3.2.2.6 USB Interface 

Standard USB2.0 interface, A type. For connecting peripherals of the same interface, such as keyboard, mouse, 

drive and hard disk. 

3.2.2.7 LAN Interface 

RJ45 interface, TCP/IP interface, 10/100/1000M self-adaptive, for remote operation of the analyzer. 
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3.2.2.8 Positioning antenna input 

SMA female, GPS / Beidou positioning module antenna input interface (reserved for extension). 

3.2.2.9 RF input on the rear panel 

Option with interface type subject to the frequency range of the instrument for signal connection during test 

system building. 

3.2.2.10 BNC input/output on the rear panel 

See Table 3.8 and Figure 3.15 for BNC interface on the rear panel and relevant description. 

Table 3.8 Description of measurement setting key area 

Interface name Interface description 

10 MHz  input BNC female for 10 MHz reference signal input with required amplitude over 0dBm. 

10 MHz output BNC female for 10 MHz reference signal output of the analyzer. To lock the frequency of 

other test devices to the frequency reference of the analyzer. 

Trigger input BNC female for external trigger signal input on the rear panel with input voltage range of 

[-5V, +5V]. 

Trigger Output 1 BNC female, TTL level, trigger signal output for synchronizing with other test devices. 

Output signal type configured by the output/input menu. 

Trigger Output 2 BNC female, TTL level, trigger signal output for synchronizing with other test devices. 

Output signal type configured by the output/input menu. 

Detector output BNC female for video detector signal output. 

 

Fig. 3.15 BNC interface input/output on the rear panel 

3.2.2.11 GPIB Interface 

Standard IEEE488 interface, SCPI language supported. For remote control. 

3.2.2.12 IF output 1 

Option, to output the second IF signal with output frequency range of 275MHz-475MHz and step resolution 

of 1Hz. 

3.2.2.13 IF output 2 

Option, to output the third IF signal with output frequency range of 10MHz-160MHz and step resolution of 

1Hz. 



3 Introduction to Use 

3.3 Basic measurement methods 

36  

 

3.2.2.14 Broadband reconstructed IF/video signal output 

Option, to realize any IF, AM/FM or I/Q signal output through digital reconstruction with bandwidth limit of 

50  MHz-100MHz. 

3.2.2.15 Reconstructed IF/video signal output 

Option, to realize any IF, AM/FM or I/Q signal output through digital reconstruction with bandwidth upper 

limit of 40 MHz. 

3.3 Basic measurement methods 

This section describes basic settings and measurement methods of the 4051 Series Signal/Spectrum Analyzer, 

including: 

 ̧ Basic operation instructionsŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ36 

 ̧ Basic operation examplesŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ41 

3.3.1 Basic operation instructions 

This section gives an overall introduction of how to use the 4051 Series Signal/Spectrum Analyzer (including 

graphic area display information type), how to use the 4051 Series Signal/Spectrum Analyzer via keys on the 

front panel and other interactive operations and how to use online help. 

3.3.1.1 Display area information 

Fig. 3.16 shows a measurement interface of the instrument in spectrum analysis mode. Each information zone 

is marked with description of the operating interface as shown in Table 3.9. A detailed description will be 

given below. Display interfaces of other application modes or functions may vary slightly. 

 

Fig. 3.16 Display interface of the 4051 analyzer 

Table 3.9 Description of operating interface 
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Graphic No. Function description 

1 Title bar to display currently active measurement mode/function. 

2 Parameter input area as the input field of the measurement setting. 

3 

Instrument setting information panel for displaying current setting information of the 

instrument, such as reference clock, internal/external, input source, trigger mode; sweep mode, 

attenuator decrement; trace average type and average count, time gate on/off, etc. 

4 To display trace information. 

5 To display active marker information. 

6 

To display measurement setting of graticule area data. This legend includes reference level, 

scale type, scale/division, center frequency, sweep time (sweep count), frequency span, 

resolution bandwidth, video bandwidth and sweep type. 

7 
Instrument and status information for displaying measurement progress and prompting error 

messages. 

8 To display test table. 

9 To display the sot key menu of the last key pressed. 

1) Title bar  

To display currently active measurement mode/function. 

2) Parameter input zone 

Center frequency: 1.000000000GHz 

Number input area of currently active function. 

3) Instrument setting information panel 

To display information related to the instrument and its settings for view by users as shown in Fig. 3.10. 

Reference: internal Input coupling: AC Input: RF Attenuation: 10 dB  

Free Trigger Continuous scanning Average: OFF Time gate: off 

Table 3.10 Description of setting information panel 

Message content Symbol 

Frequency reference 
Reference: Int 

Reference: Ext 

Coupling method selection 
Input coupling: AC 

Input coupling: DC 

Input interface selection 
Input: RF 

Input: Cal 

Attenuator Attenuation: 10 dB 

Marker count selection 
Marker count: off 

Marker count: on 

Table 3.10 Description of setting information panel (Continued) 

Message content Symbol 

Trigger Slope 

Free Run 

Video 

Line Trig 
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External 1 

External 2 

RF Burst 

Periodic Timer 

Sweep status 
Continuous 

Single 

Average type 

Log-Pwr 

Pwr 

Voltage 

Average count/total count 25/25 

Time gate status 
On 

Off 

4) Trace information 

 

Details of trace information are listed in Table 3.11. 

 

 

 

Table 3.11 Description of trace information 

Message content Symbol Meaning 

Trace color Highlighted / 

Grey 

Trace display color and its opening status in the table 

Trace No. T1ðT6 Trace No. Indicated 

Display mode 

W Refresh 

A Average 

M Max. Hold 

M Min. Hold 

Detection mode 

N Normal detection 

P Positive peak detection 

S Sample detection 

P Negative peak detection 

A Average detection 

Video Average 

Power Average 

Average Voltage 

5) Marker information  

Marker information is shown at the top right corner of the table. See ñ5.2.2.15 Markerò of the Manual for 

more details. 
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6) To display measurement setting of graticule area data. 

Center frequency: 

1.000000000GHz 

Sweep time: 5.50000 ms (1001 points) Frequency bandwidth: 

2.200000000GHz 

Resolution bandwidth: 3.00 

MHz 

Video bandwidth: 3.00 MHz Sweep type: sweep 

Description of settings of general purpose hardware is as shown in Table 3.12. 

Table 3.12 Description of settings of general purpose hardware. 

Message content Symbol Meaning 

Reference level Reference level 0.00dBm Reference level value currently set for the 

instrument 

Scale Type Logarithm/linear Scale type set 

Scale/Division 10.0dB/grid Scale value of each graticule on Y axis 

Center 

frequency: 

Center Freq: 1.000000GHz To display the center frequency of the screen 

Span Span: 2.200000GHz To display the frequency range of the screen 

[Scanning time Sweep time: 4.400 ms (1001 points) Sweep time/display count set 

Resolution 

bandwidth 

RBW: 3.00 MHz Resolution bandwidth set 

[Video 

bandwidth 

VBW: 3.00 MHz Video bandwidth set 

Sweep mode 

Sweep Type: 

ñAutoò 

ñSweptò 

ñFFTò 

To display the spectrum sweep mode 

currently selected. 

7) Instrument and status information 

The instrument status and error messages (if any) are shown in the status bar at the bottom right of the table. 

a) Measurement progress 

 

To display current operation progress in the status bar at the bottom left of the table. 

b) Error messages 

 

If any error or abnormality is detected, corresponding error code and error message will be displayed at the 

right of the status bar. See Schedule 3 Local Error Message Table of Appendix C Error Message Index for 

meanings of error codes. 

c) Date/time 
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To display date and time information at the top right of the screen. 

8) Test table 

To display the test table in current measurement mode. 

9) Soft key menu 

To display the sot key menu of the last key pressed. 

3.3.1.2 User interaction 

The following interactions can be used for the instrument with no need for user operating interface of the 

external keyboard. 

ü Screen keyboard; 

ü Knob; 

ü Arrow keys; 

ü Soft keys. 

All tasks to be completed during operation of the instrument can be done via this user interface. All keys 

correspond to external keyboard operations (such as arrow keys and Enter key) and comply with Microsoft 

standards except for special keys for the instrument. 

1) Keyboard 

See 3.2.1.7 for details. 

2) Knob 

See 3.2.1.8 for details. 

3) Arrow keys 

See 3.2.1.8 for details. 

4) Soft keys 

See 3.2.1.5 for details. 

3.3.1.3 Current window switch key  

When users need to switch between several display windows, press the current window switch key at the 

bottom of the front panel. 

3.3.1.4. Input data 

The following methods can be used to enter the data into relevant dialog: 

ü Use keys on the front panel, such as the keyboard, the knob or the navigation key; 

ü Use keys on the virtual keyboard on the front panel; 

ü Use external keyboard connected. 

Characteristics of Windows dialogs: In some cases, for example, when you want to install a printer, you need 

to use Windows built-in dialogs. The knob and the function keys do not work in such dialogs. 

When entering numeric parameters into certain field, the keyboard can only be used to input numbers: 

ü Use the keyboard to enter parameters, or use the knob (small step) or up/down keys (large step) to change 

parameter values currently used; 

ü After inputting numeric values with the keyboard, press the unit key corresponding to the soft key menu 

to add relevant unit to the entered values; 
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ü If no unit is required, press ñEnterò or any one of the unit keys to confirm values entered. Highlight the 
edited row to confirm the value entered. 

3.3.1.5 Get help 

The 4051 Series Signal/Spectrum Analyzer features online help: press the yellow ȍHelpȎ key to call the 

online help file. 

3.3.2 Basic operation examples 

This section introduces detailed steps of common and important basic settings and functions of the 4051 

Series Signal/Spectrum Analyzer with examples to help the user rapidly know the characteristics of the 

instrument and understand basic measurement methods. 

Firstly, complete preparations before operation according to the following steps: 

Step 1. energize and start the instrument; 

Step 2. enter the system and initialize settings; 

Step 3. proceed to the next operation if there is no prompt error message in the main operating interface of the 

front panel. 

3.3.2.1 Measure sine signal 

The most common measurement task of the Series Signal Analyzer is to determine level and frequency of 

signals. When measuring an unknown signal, users can use ȍPresetȎ key to switch the instrument to preset 

status and start measurement. In this section, the internal calibration signal of the instrument is used as an 

input to introduce how to measure a simple sine signal. 

Caution 

If the signal level may be higher than +30dBm (= 1 W), a power attenuator should be provided at the RF input 

interface of the Series Signal Analyzer, otherwise the signal level over 30dBm will damage the RF attenuator 

or the input mixer. At the same time, the total power of all current signals should be taken into consideration. 

1) Display the internal 500 MHz calibration signal 

Step 1. reset the instrument: 

ü Press ȍPresetȎ key to restore the instrument to a predefined configuration status. 

Step 2. turn on the internal 500 MHz calibration signal: 

ü Press ȍInput/OutputȎ key to pop up Input/Output setting soft menu. 

ü Press [Cal Port>>] and [500 MHz] to select the internal 500 MHz calibration signal. 

ü Press ȍInput/OutputȎ, [Input Port RF Cal] to select calibration port. 

At such time, the internal calibration signal of the instrument is connected to the RF input interface and the 

500 MHz calibration signal can be observed on the instrument screen as shown in Fig. 3.17. 
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Fig. 3.17 500 MHz calibration signal as RF input 

2) Optimize signal display 

Adjust the main measurement settings to observe the calibration signal in a better way. 

Step 1. set the center frequency as the calibration signal frequency (500 MHz): 

ü Press ȍFrequencyȎ key. 

ü Press [Center Freq] soft key and input 500 MHz via the numeric keys on the instrument panel. 

Step 2. reduce the frequency span to 20 MHz: 

ü Press ȍSpan/X AxisȎ key. 

ü Input 20 MHz via the numeric keys on the instrument panel. 

Step 3. set the reference level as -10dBm: 

ü Press ȍAmplitude/Y AxisȎ key. 

ü Input -10dBm via the numeric keys on the instrument panel. 

At such time, the calibration signal spectrum is displayed in the middle of the trace and the calibration signal 

can be observed more directly and clearly as shown in Fig. 3.18. 
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Fig. 3.18 Calibration signal spectrum after optimizing settings 

3.3.2.2 Set and move markers 

The marker is used to determine the position of specific function in the trace. Its most common purpose is to 

determine certain peak. When a marker is enabled, the default settings will be applied. Here we are going to 

set a peak marker on the spectrum trace. 

Step 1. reset the instrument: 

ü Press ȍPresetȎ key to restore the instrument to a predefined configuration status. 

Step 2. execute Continuous Sweep Off: 

ü Press ȍSingleȎ key on the front panel. 

Execute Continuous Sweep Off for once to generate a trace to help set a marker on it. 

Step 3. enable Marker: 

ü Press ȍMarkerȎ key on the front panel to display Marker soft menu. 

At such time, Marker 1 is activated default as on Trace 1 and automatically set as the center frequency of 

Trace 1 as shown in Fig. 3.19. Such marker is indicated at the top right corner of the table as ñMarker 1 [T1]ò. 

See ñ3.3.1.1 Display area informationò of the Manual for more details the marker. 
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Fig. 3.19 Marker 1 activation interface 

 

Fig. 3.20 Marker moving interface 
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Step 4. move the marker: 

ü Click and drag the marker with the mouse or use the knob or the arrow keys to move the marker 

to other places. Current position of the marker is indicated with a white diamond box as shown in 

Fig. 3.20. 

3.3.2.3 Peak list 

The marker peak list can automatically determine frequency and level in the spectrum. 

Step 1. execute Continuous Sweep Off: 

ü Press ȍSingleȎ on the front panel for the instrument to sweep once. 

Step 2. open Peak List window: 

ü Press ȍPeak SearchȎ to open the peak search soft menu. 

ü Press [More1/2], [Peak Table>>] and [Peak Table On/Off] to open a new window of marker peak 

list as shown in Fig. 3.21. 

 

Fig. 3.21 The interface of opening peak table 

Step 3. enable Peak Search: 

ü Press ȍPeak SearchȎ to open the peak search soft menu; press [More 1/2], [Peak CriteriaṢ] and 

[Peak Threshold On/Off] to set the peak threshold as -68dBm as shown in Fig. 3.22. 

In order to obtain the noise-free peak and meet usersô peak requirement, parameter such as the peak offset and 

the peak threshold in the peak criteria menu can be set to screen the peak list. For example, to set a threshold 

higher than the noise floor. 

In the peak list, only a peak over -68dBm is included. The marker peak list displays determined peaks higher 

than the set threshold. 



3 Introduction to Use 

3.4 Data management 

46  

 

 

Fig. 3.22 The interface of opening peak threshold 

3.4 Data management 

This section describes working state saving/calling, measurement result data input/output methods and 

screenshot printing/saving method of the 4051 Series Signal/Spectrum Analyzer. 

 ̧ Working state saving/callingŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ46 

 ̧ Data saving/callingŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ48 

 ̧ Screenshot printing/savingŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ51 

3.4.1 Working state saving/calling 

 ̧ Instrument reset stateŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ46 

 ̧ User state saving/callingŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ47 

3.4.1.1 Instrument reset state 

The 4051 Series Signal/Spectrum Analyzer uses the startup state previously saved by users as the initial state 

of startup measurement. If there is no such startup state, the factory default startup state will be called. Usually 

when the measurement state of the instrument goes wrong, the initial state when the instrument works 

properly can be restored by resetting the instrument state. 

The reset state of the Series Signal Analyzer is saved and called as follows: 

Step 1. save reset state: 

ü Press ȍSystemȎ key on the front panel. 

ü Press [PowerOn/Preset] soft menu. 

ü Press \[Save User Preset] soft menu. 
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Step 2. call reset state: 

ü Firstly, press ȍSystemȎ key on the front panel. 

ü Press [PowerOn/Preset] soft menu. 

ü Press \[Reset Fac/User] to select reset switch. 

If the factory state is required, set the reset switch as Factory; if the measurement state previously 

saved by users is required, set the reset switch as User. 

ü Press ȍPresetȎ key on the front panel to call the reset state. 

3.4.1.2 User state saving/calling 

The 4051 Series Signal/Spectrum Analyzer provides instrument measurement state (data) saving and calling 

functions to help users restore required measurement state for repeated observation and analysis as well as 

saving of required measurement data for further analysis. 

1) Save instrument state 

Step 1. set file save type: 

ü Press ȍFileȎ key on the front panel. 

ü Press [Save Type] soft menu. 

ü Press [State] soft menu to change current save type as ñStateò. 

Step 2. save file: 

ü Press [Save...] Soft menu. As shown in Fig. 3.23. 

Pop up Save As dialog to select the path and the file name to be saved and then click Save. 

 

Fig. 3.23 File saving interface 
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2) Call instrument state 

Step 1. set file call type: 

ü Press ȍFileȎ key on the front panel. 

ü Press [Load Type] soft menu. 

ü Press [State] soft menu to change current call type as ñStateò. 

 

Fig. 3.24 File calling interface 

Step 2. Loadl file:  

ü Press \[Load...] Soft menu. 

ü Pop up Open File dialog to select the file to b called and click Open as shown in Fig. 3.24. 

3.4.2 Data saving/calling 

The 4051 Series Signal/Spectrum Analyzer features file management and provides functions including file 

saving/calling, file browsing and copying, cutting, pasting and deleting of directory (file). Data files can be 

accessed via keys on the front panel, the mouse or remote operation (refer to the remote control manual of the 

4051 Series Signal/Spectrum Analyzer for more details). 

3.4.2.1 Measurement data file type 

Data file types of file management are as shown in Table 3.13. 

Table 3.13 Table of data file types 

File type Description of saved data 

Startup state file To save current measurement state of the instrument for calling during 

startup 

Reset state file To save current measurement state of the instrument for calling during 

reset by users 
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User saved state file To save current measurement state of the instrument (such as center 

frequency and span) 

User saved trace + state file To save current trace data and current measurement state 

User saved image file To save the bitmap of current operation screen as bmp format 

User saved I/Q data file To save I/Q modulation data 

Limit line file To save the information of the limit lined edited by users 

Amplitude correction file To save the information of amplitude correction edited by users 

3.4.2.2 File saving/calling method 

The 4051 Series Signal/Spectrum Analyzer features data file saving/calling function, in which file saving 

means saving the measurement data into relevant file according to agreed format (such as: ASCII, *.dat) and 

file calling means opening selected data file, refreshing such display information as measurement parameters 

and list parameters to facilitate observation and assessment by users. 

The Series Signal Analyzer provides four types of saving functions and two types of calling functions based 

on information types and its management methods. Four types of files that can be saved include state file, 

trace (+ state) file, image file and I/Q data file. Two types of files that can be called include state file and trace 

(+ state) file. Users only need to enter corresponding menu to pop up relevant dialog and designate the file 

name to be saved or select relevant file to complete file saving and calling. Details are as follows: 

1) File saving method 

Operating procedures: 

Step 1. set file save type: 

ü Press ȍFileȎ key on the front panel. 

ü Press [Save Type] soft menu to select file type. 

If it is required to save current measurement state, press [State] soft menu to change current save 

type as ñStateò; if it is required to save trace data, change the save type to ñTrace (+ state)ò; if it is 

required to save current screen image, change the save type to ñImageò; if it is required to save 

I/Q data in I/Q analysis mode, change current save type as ñI/Q Dataò. The state of saving I/Q 

data can be set in ñI/Q Dataò menu, including auto on/off. In auto mode, saved I/Q data is 

consistent with that used for analysis with no need to set I/Q data time and length; in auto off 

mode, I/Q data time and length can be set manually and re-collection of I/Q data is required when 

saving. 

Step 2. save file: 

ü Press [Save...] Soft menu. 

Pop up File Save As dialog to select the path and file name to be saved and click Save as shown 

in Fig. 3.25. 
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Fig. 3.25 File saving interface 

2) File calling method 

Operating procedures: 

Step 1. set file call type: 

ü Press ȍFileȎ key on the front panel. 

ü Press [Load Type] soft menu to select file type. 

If it is required to call measurement state file, press [State] soft menu to change current call type 

as ñStateò. If it is required to call trace data, change the call type to ñTrace (+ state)ò; at such time, 

call the trace data in the file to current trace and change current trace display mode to ñStatic 

Status Displayò. 

Step 2. Load file: 

ü Press [Load...] Key to pop up Open File dialog, select the file named to be called and click Call as 

shown in Fig. 3.26. 
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Fig. 3.26 File calling interface 

3.4.2.3 File directory management 

The 4051 Series Signal/Spectrum Analyzer does not provide separate file directory management function. 

Such operations as file browsing, assigning, copying, pasting and deleting should be done in Windows system 

after exiting the Series Signal Analyzer. 

3.4.2.4 Description file format  

All files of the Series Signal Analyzer are saved directly. All files except I/Q data files adopt the binary format 

and their suffixes are determined by specific file types. 

3.4.3 Screenshot printing/saving 

The 4051 Series Signal/Spectrum Analyzer is capable of saving screenshots to graphic files (bmp format) and 

printing screenshots. 

 ̧ Save screen (to files) ŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ51 

 ̧ Print screenŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ52 

3.4.3.1 Save screen (to files) 

Operating procedures: 

Step 1. set file save type: 

ü Press ȍFileȎ key on the front panel. 

ü Press [Save Type] soft menu. 

ü Press [Bitmap] soft menu to use image as the type of the currently saved file. 

Step 2. save screen: 
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ü Press [Save...] Soft menu to pop up File Save As dialog to select the path and file name to be 

saved and click Save as shown in Fig. 3.27. 

 

Fig. 3.27 File saving interface 

3.4.3.2 Print screen 

Prompt 

Install printer drive program  

Before printing, a matching printer drive program should be installed firstly for the 4051 Series 

Signal/Spectrum Analyzer. 

Step 1. open Print Setting dialog: 

ü Press ȍPrintȎ on the front panel to pop up Print Setting dialog as shown in Fig. 3.28. 
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Fig. 3.28 Print dialog 

Step 2. configure the printer: 

ü Select the printer and click Properties to configure the printer  if special configurations are 

required. 

Step 3. click OK to print current screen image. 
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4. Operating Instruction 

In this chapter, operating methods of different measurement functions of the 4051 Series Signal/Spectrum 

Analyzer are introduced and measurement procedures are explained in detail. 

 ̧ Function operation guideŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ55 

 ̧ Advanced operation guideŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ88 

4.1 Function operation guide 

This section mainly introduces operating methods related to measurement modes, setting of common 

measurement parameters and analysis display of the 4051 Series Signal/Spectrum Analyzer. 

4.1.1 Introduction of measurement modes and functions 

This section mainly introduces major measurement modes and their main purposes of the 4051 Series 

Signal/Spectrum Analyzer. The Series Signal Analyzer has two measurement modes with standard 

configuration: spectrum analysis mode and I/Q analysis mode (I/Q analysis mode is not available for 4051-S 

series). Users may select measurement mode via ȍModeȎ key on the front panel. Please refer to relevant 

software option user manual for more information of measurement mode options. Each measurement mode of 

the 4051 Series Signal/Spectrum Analyzer may contain several measurement functions and in the selected 

mode, specific measurement functions can be selected via ȍMeasureȎ key on the front panel. 

4.1.1.1 Spectrum analysis mode 

The spectrum analysis mode is one regular general spectrum analysis and measurement environment and has 

very flexible spectrum analysis ability, which includes the traditional swept spectrum analysis and FFT 

spectrum analysis; in addition, the spectrum analysis has the signal spectrum peak search, marker function and 

various trace detectors and trace processing abilities, which enables the user to search and measure different 

types of signals conveniently. 

The spectrum analysis mode can be accessed by activating the [Spectrum] menu through the ȍModeȎ key 

on the front panel. 

Moreover, the spectrum analysis mode also provides the one-key measurement function for the some special 

types of signals and common measurement applications. For these measurement functions, the 4051 Series 

Signal/Spectrum Analyzer pre-configure the measurement parameters of analyzer, which significantly reduces 

the complicated and trivial measurement setting operations for the user, thus enabling the user to carry out 

measurement conveniently. For the features of analyzer, the one-key measurement function integrates many 

measuring algorithms to optimize the measurement results. 

Under the spectrum analysis mode, the measurement function can be selected by pressing the ȍMeasureȎ 

key on the front panel. The one-key measurement functions of 4051 Series Signal/Spectrum Analyzer include: 

ü Swept Analysis 

ü Channel Power 

ü Occupied Bandwidth 

ü Adjacent Channel Power 

ü Power Statistic 

ü Burst Power 

ü Harmonic Distortion 

ü Three-order Intermodulation 

ü Spurious Emission 
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ü Spectrum Emission Mask 

4.1.1.2 I/Q analysis mode (4051-S series is not provided with the IO analysis mode) 

The I/Q analysis mode can help the user capture the complex number time domain data from the RF input port 

signal, which retains the vector relation of time, frequency, phase and amplitude of signal. By setting center 

frequency and analysis bandwidth, the broadband VDC and digital IF processing in the Series Signal Analyzer 

can resolve the signal to I/Q data. Those I/Q data can be analyzed through the I/Q analysis function under this 

mode or inputted to other analysis tools through GPIB, LAN and USB interface for analysis and processing. 

The I/Q analysis tool inside the 4051 Series Signal/Spectrum Analyzer can execute such basis analysis and 

measurement as FFT spectrum, time domain and I/Q waveform. 

Under standard configuration, the 4051 Series Signal/Spectrum Analyzer can execute I/Q analysis of 10  MHz 

bandwidth signal and extend the bandwidth signal to 40 MHz or 200 MHz through configuration of options. 

The I/Q analysis mode can be accessed by activating the [I/Q Analyzer] menu through the ȍModeȎ key on 

the front panel. 

4.1.2 Operation guidance for parameter setting of common measurement 

This section mainly describes the concept of basic measurement setting commonly used in the spectrum 

analysis mode and its effect on the measurement results, as well as its setting methods. Regardless of 

measurement mode or measurement task, those concept and setting methods are of great help to familiarize 

you with the 4051 Series Signal/Spectrum Analyzer and its use. Some setting methods of measurement may 

vary slightly should other measurement modes be used, please refer to the corresponding user manual relating 

to the measurement mode. 

 ̧ Settings of reset state and powonŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ56 

 ̧ Settings of frequency and span/X Axisŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ58 

 ̧ Settings of bandwidth, filter and sweepŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ60 

 ̧ Settings parameters of amplitude/Y Axisŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ66 

 ̧ Trigger parameter settingsŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ70 

 ̧ Parameter settingsŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ74 

 ̧ Parameters settings of coupling and autoŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ76 

 ̧ Input and output settingsŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ77 

4.1.2.1 Settings of reset state and PowOn 

Reset state means the Series Signal Analyzer is restored to one known and definite measurement state. The 

reset state is classified into two types: factory reset state and user reset state. Whether the analyzer is restored 

to factory preset state or user preset state can be set by pressing ȍPresetȎ key through the [PowerOn/Preset] 

soft menu in the ȍSystemȎ key on the front panel. 

PowOn refers to one known and definite working state that the analyzer enters automatically when the Series 

Signal Analyzer is powered on and started or the software program of Series Signal Analyzer is started 

through the Windows operating system. 

1) Save user reset state 

Step 1. First set the analyzer to the reset working state desired by you; 

Step 2. Press ȍSystemȎ key on the front panel, then [PowerOn/Preset] soft menu and [Preset Fact User], set 

the preset state to user state; 

Step 3. Finish the saving of user reset state by pressing the soft menu of [Save User Preset]. 

2) Execute user reset 
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Step 1. Press ȍSystemȎ key on the front panel and then [PowerOn/Preset] soft menu, the settings menu 

displays the state of [Preset Fact User]; 

Step 2. The user Preset is completed by pressing ȍPresetȎ key on the front panel. 

Caution 

Reset Condition 

If the user has never saved the user powon, the Series Signal Analyzer will automatically return to the factory 

reset state during execution of user reset operation. 

3) Execute factory reset 

Step 1. Press ȍSystemȎ key on the front panel and then [PowerOn/Preset] soft menu, the settings menu 

displays the state of [Preset Fact User]; 

Step 2. The factory Preset is completed by pressing ȍPresetȎ key on the front panel. 

 

Caution 

ȍPresetȎ key 

If the signal analysis is under program control mode, the ȍPresetȎ key on the front panel is inactive. 

4) Save User powon 

Step 1. First set the analyzer to the working state of powon desired by you. 

Step 2. Press ȍSystemȎ key on the front panel and then press [PowerOn/Preset] soft menu many times to 

guarantee that the settings menu display state of [Preset Fact User]; 

Step 3. Finish the saving of user powon by pressing the soft menu of [Save User UserPreset]. 

Caution 

Power-on State 

If the user has never saved the user powon, the Series Signal Analyzer will automatically enter the factory 

reset state when the Series Signal Analyzer is powered on and started or the software program of Series Signal 

Analyzer is started through the Windows operating system. 

 

Prompt 

Reset state under different measurement modes and functions 

The 4051 Series Signal/Spectrum Analyzer has multiple measurement modes (menu corresponding to [Mode] 

key], while different measurement functions may be provided under one measurement mode (menu 

corresponding to ȍMeasureȎ key). Each measurement mode or function in the 4051 Series Signal/Spectrum 

Analyzer is equipped with separate factory Preset and user Preset state. Therefore, the reset operation is 

executed only for the current active measurement mode and function. 

5) Factory reset state under different measurement modes and functions 

For factory preset value of each measurement parameter of 4051 Series Signal/Spectrum Analyzer, please 

refer to the menu description of relevant parameter and for relevant details, please refer to chapter ñ5.2 Menu 

descriptionò herein. 
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4.1.2.2 Settings of frequency and span/X Axis 

The ȍFrequencyȎ key and ȍSpan/X AxisȎ key can be used to set the range displayed by X Axis in the 

current active window of Series Signal Analyzer. Under non-zero span (greater than zero), the active window 

of spectrum analysis mode usually displays the signal spectrum trace with X Axis as frequency axis; the 

frequency measurement range can be set through the ȍFrequencyȎ key and ȍSpan/X AxisȎ on the front 

panel; under zero span (equals to zero), it displays the trace of signal frequency changing over time with X 

Axis as time axis. Only the span can be changed should corresponding soft menu of ȍSpan/X AxisȎ be 

operated. 

1) Parameter description of ȍFrequencyȎ key 

Frequency range (frequency measurement range) refers to the display range of frequency axis of Series Signal 

Analyzer. The frequency range is displayed in the information display area under screen with two ways 

including center frequency value and span value or start frequency value and stop frequency value. The 

parameters corresponding to ȍ FrequencyȎ  key include[Center Freq], [Start Freq],[Stop Freq],[CF 

Step],[Freq Offset], [Auto Tune] and [Signal Track]. 

ü [Center Freq] is used to set and indicate the frequency value in the center of measurement display 

window of Series Signal Analyzer; 

ü [Freq Freq] is used to set and indicate the frequency value in the leftmost position of measurement 

display window of Series Signal Analyzer; 

ü [Stop Freq]  is used to set and indicate the frequency value in the rightmost position of measurement 

display window of Series Signal Analyzer; 

ü [CF Step] is used to set and indicate the frequency step size when the center frequency, start frequency 

and stop frequency are changed through Up/Down key on the front panel; 

ü [Freq Offset] is used to set and indicate the correction value of frequency range of information display 

area; 

ü After the [Auto Tune] is pressed, the Series Signal Analyzer will automatically optimize and set the 

frequency measurement range and display range of Y Axis based on the signal characteristics. For the 

specific setting methods and operation guidance of auto optimization, please refer to chapter ñ4.1.2.7 

Parameter setting of coupling and autoò herein; 

ü [Signal Track] is used to track and measure the drift signal, by which the center frequency of Series 

Signal Analyzer can be automatically tuned for the maximum peak frequency of input port signal. For 

measurement methods of drift signal, please refer to chapter ñ4.2.8 Drift signal measurementò herein. 

2) Parameter description of ȍSpan/X AxisȎ key 

Span refers to difference between start frequency and stop frequency measured by Series Signal Analyzer. 

Under spectrum analysis mode, the parameters corresponding to ȍSpan/X AxisȎ key on the front panel 

include [Span], [Full Span], [Zero Span] and [Last Span], which are used to set the frequency range measured 

by Series Signal Analyzer, provided that the center frequency remains unchanged. Differences may exist in 

other modes, please refer to relevant manual for specific operations. 

[Full Span] is used to set the frequency measurement range as maximum frequency range. It should be noted 

that the center frequency will automatically change to 1/2 of nominal maximum upper limit frequency of 

analyzer. This setting is of great use for observing the signals in the entire frequency measurement range. 

[Zero Span] is used to set the span as 0 Hz, then the X Axis will change to time axis and the length of time 

will automatically become the sweep time of current Series Signal Analyzer. 

[Last Span] is used to set the span as the value set last time. This function can help the user quickly switch the 

detail measurement under full span measurement and narrower span. 

3) How to set frequency measurement range 
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The following methods are commonly used to set the frequency measurement range of Series Signal Analyzer 

through ȍFrequencyȎ key, ȍSpan/X AxisȎ key and corresponding soft menus; for programming methods 

under program control mode, please refer to program control manual: 

Method 1. Set frequency measurement range through [Center Freq] and [Span]. 

Method 2. Set frequency measurement range through [Start Freq] and [Stop Freq]. 

Method 3. Frequency measurement range can be set through [Center Freq]  and [Zero Span]  should time 

domain power be measured. 

Method 4. Frequency measurement range can be set through [Full Span] should the measurement of entire 

frequency range be executed. 

Caution 

Zero span 

When the span manually input is 0 Hz, the Series Signal Analyzer will automatically enter the zero span state 

and execute the measurement of time domain power. 

Method 5. Frequency measurement range can be set quickly through [Last Span] should the frequency range 

set last time be measured. 

Method 6. Frequency measurement range can be set quickly through [Auto Tune] should RF input signal be 

barely understood. 

The center frequency, start frequency and stop frequency can be set manually with number keys and adjusted 

through the Up/Down key and knob on the front panel. 

4) How to adjust frequency measurement range 

When the measurement is being executed in the current frequency range, the following methods can help the 

user quickly adjust the frequency measurement range: 

Method 1. The center frequency, start frequency and stop frequency can be adjusted through the Up/Down 

key and knob on the front panel. 

Step1. Set frequency step. 

The frequency step value desired by you can be inputted manually through the number keys on the front panel 

by pressing ȍFrequencyȎ key on the front panel and then [CF Step]. 

Caution 

Frequency step 

When the frequency step is set to auto, the Up/Down key on the front panel is corresponding to frequency step 

1, 2, 5 and 10; during zero span, the frequency step corresponding to the knob is 1/20 of current resolution 

bandwidth; during non-zero span, the frequency step corresponding to the knob is 1/200 of current resolution 

bandwidth. 

Step 2. Press the soft menu of [Center Freq], [Start Freq] or [Stop Freq] to be adjusted. 

Step 3. The adjustment can be realized by pressing the Up/Down key or knob on the front panel. 

If the center frequency needs to be adjusted, press the Up key on the front panel once, then center frequency 

will automatically change to current center frequency value plus frequency step size; while press the Down 

key on the front panel once, then center frequency will automatically change to current center frequency value 

minus frequency step size. The start frequency and stop frequency are adjusted in the same way provided 

above. 
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Method 2. Adjust the measurement span through the Up/Down key and knob on the front panel. The span step 

corresponding to the Up/Down key on the front panel of 4051 Series Signal/Spectrum Analyzer is based on 

way of 1-2-5-10, while the step size corresponding to the knob is 1/10 of maximum order of current span. 

Method 3. If the frequency of display signal is drifting, you can enable the signal track function, then the 

Series Signal Analyzer will automatically adjust the center frequency based on the signal peak. 

Prompt 

The span is likely to change automatically when the center frequency is changed. 

For 4051 Series Signal/Spectrum Analyzer, the minimum value of frequency display range is -100 MHz, 

while the maximum value is related to the maximum nominal value of analyzer: 

ü 4051A 4.1 GHz; 

ü 4051B 9.1 GHz; 

ü 4051C 13.5GHz; 

ü 4051D 18.3GHz; 

ü 4051E 

ü 4051F 

27GHz; 

40.4GHz; 

ü 4051G 45.5GHz; 

ü 4051H 50.2GHz. 

ü 4051L 70GHz. 

When the center frequency is adjusted to approach the lowest frequency limit, if current span is > 2 × (center 

frequency + 100 MHz), the current span will automatically change to = 2 × (center frequency value + 100 

MHz). When the center frequency is adjusted to approach the nominal highest frequency limit of Series Signal 

Analyzer, if current span is > 2 × (maximum value of display range - center frequency value), the current span 

will automatically change to = 2 × (maximum value of display range - center frequency value). 

 

Prompt 

Rules of signal track 

When the signal track function is enabled, the Series Signal Analyzer, with the current marker frequency value 

as center and 1/10 of current measurement span as search span, will set the frequency value corresponding to 

the signal peak searched to the center frequency of next measurement. 

Method 4. Adjust the center frequency, start frequency and stop frequency through ȍMarker ŸȎ. 

For the use and operation of ȍMarker ŸȎ key, please refer to the ñ4.1.3 Operation guidance on general 

analysis and display functionò herein. 

5) How to change frequency offset 

If you hope that the frequency measurement range displayed on screen is to be corrected within the frequency 

measurement range of Series Signal Analyzer during actual work, the correction value of frequency offset can 

be set with number keys on the front panel by pressing ȍFrequencyȎ key on the front panel and activating 

[Freq Offset] menu. The step size set for frequency offset corresponding to the Up/Down key and knob on the 

front panel is same as frequency step size. 

4.1.2.3 Settings of bandwidth, filter and sweep 

The section mainly describes the meaning of the parameters corresponding to ȍBWȎ key and ȍSweepȎ 

key and provides the operation guidance. When the Series Signal Analyzer is executing the spectrum 

measurement, the ȍBWȎ key and ȍSweepȎ key can be used to set the parameters including resolution 
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bandwidth, video bandwidth, sweep time, sweep type, etc., which are used to determine the access way of 

spectrum data of Series Signal Analyzer and filter type. Differences may exist in other modes, please refer to 

relevant user manual 

1) Parameter description of ȍBWȎ key 

The setting menus corresponding to the ȍBWȎ key on the front panel include [Res BW], [Video BW], 

[VBW/RBW], [Span/RBW], [Filter Type] and [Filter BW]. 

[Res BW] is used to set and indicate the frequency resolution capability when the Series Signal Analyzer 

executes the spectrum measurement. The parameters of Resolution Bandwidth (RBW) determines the 

minimum frequency interval that the spectrum distinguish two signals. The smaller the resolution bandwidth 

is, the higher the resolution capability is. 

For a simple-frequency signal, the trace displayed by swept spectrum analysis is the frequency response shape 

of checked IF filter. When the filter bandwidth is changed, the trace width displayed by analyzer will change 

at the same time. For two signals with equal amplitude and very close frequency, the spectrum traces of two 

signals display as one signal if the broader filter is selected; if filter narrow enough is used, these two input 

signals can be distinguished and display as two separate spectrum peaks. Therefore, the signal resolution 

capability is determined by the IF filter of analyzer. 

When the settings of resolution bandwidth are changed, the IF filter inside the analyzer will change at the 

same time. Usually, the resolution bandwidth is defined as 3 dB bandwidth of filter or as 6 dB bandwidth of 

filter sometimes. To distinguish two signals with equal amplitude, the resolution bandwidth has to be less than 

or equal to signal frequency interval. If the resolution bandwidth is equal to the signal interval and video 

bandwidth is less than resolution bandwidth, a 3 dB dip will appear between two signals on the spectrum trace. 

The smaller the resolution bandwidth is, the deeper the dip goes. Therefore, distinction between two adjacent 

signals will beclearer. 

The desired resolution bandwidth can be realized with IF filter by 4051 Series Signal/Spectrum Analyzer 

under swept spectrum measurement mode or with FFT filter under FFT spectrum measurement mode. FFT 

filter can be understood as the window function operation before executing FFT spectrum operation. 

The Video Bandwidth Filter is the low-pass filter operation or average operation executed on spectrum trace, 

which can smoothen the spectrum trace displayed. Under swept spectrum measurement mode, [Video BW] 

(VBW) refers to the bandwidth of low-pass filter executed on spectrum trace. Under FFT spectrum 

measurement mode, video bandwidth (VBW) refers to the equivalent low-pass filter bandwidth after the FFT 

spectrum trace is averaged many times. 

[VBW/RBW] is used to set and indicate the specific value of resolution bandwidth and video bandwidth used 

by current spectrum measurement. This parameter can be set automatically or manually. The Series Signal 

Analyzer is set as 1 automatically, namely the resolution bandwidth is same as video bandwidth. This 

parameter only has influence on the settings of video bandwidth. When the video bandwidth is set to auto, the 

VBW value of Series Signal Analyzer will be determined based on the current RBW and [VBW/RBW]. 

[Span/RBW] is used to set and indicate the specific value of current span and resolution bandwidth. This 

parameter can be set automatically or manually. The Series Signal Analyzer is set as 106 automatically, 

namely the resolution bandwidth is approximately equal to 1/106 of current span. This parameter only has 

influence on the settings of resolution bandwidth. When the resolution bandwidth is set to auto, the resolution 

bandwidth of Series Signal Analyzer will be determined based on the current span and [Span/RBW]. 

[Filter Type] is used to set whether the resolution bandwidth of Series Signal Analyzer is realized with 

Gaussian filter or flat top filter. 

[Filter BW]  is used to set whether the resolution bandwidth is selected as 3dB, 6dB, noise bandwidth or pulse 

bandwidth when the Series Signal Analyzer uses the Gaussian filter. When this parameter is changed, the 

resolution bandwidth filter is fixed, and the bandwidth value in the information display zone changes. 

2) Parameter description of ȍSweepȎ key 
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The parameters corresponding to the ȍSweepȎ on the front panel include [Sweep Time], [Sweep Single 

Cont], [Sweep SetupṢ] and [Sweep Points]. 

[Sweep Time] is used to set and indicate the time that is used by the Series Signal Analyzer to execute one 

measurement. The information of this parameter is displayed in the lower middle position of screen trace 

display area. When the sweep time is set as auto, the Series Signal Analyzer will automatically execute the 

sweep based on the sweep type and rules set. 

[Sweep Single Cont] is used to control whether the next measurement manually started by the user or auto 

start of re-measurement is required for the Series Signal Analyzer after finishing one measurement. The 

ȍSingleȎ key and ȍContȎ key on the front panel also can be used to set this parameter. 

Prompt 

Continuous measurement and sweep OFF 

When the ñAverage Numò (ȍMeas SetupȎ menu) is set as 1, or trace average and hold are not opened, the 

continuous sweep and measurement OFF are equivalent. By pressing ȍSingleȎ key, the Series Signal 

Analyzer will stop the measurement after executing one sweep and measurement and enter idle state. 

When the ñAverage Num  (ȍMeas SetupȎ menu)  is set as greater than 1, average or hold is opened for any 

trace, the Series Signal Analyzer will execute multi-measurement or data capture operations and stop the 

measurement after reaching the specified average count and enter idle state by pressing [Continuous OFF] 

key. 

The operation corresponding to the ȍSingleȎ key on the front panel is to execute the single measurement. 

[Sweep Setup Ṣ] is used to determine whether Swept or FFT is adopted for the Series Signal Analyzer. Also 

set the FFT step bandwidth for FFT sweep. 

[Sweep Points] is used to set the number of trace data that is required to be captured by the Series Signal 

Analyzer during one measurement. 

3) Interactions of bandwidth, filter and sweep time 

The bandwidth and filter are closely related to and correlate with the sweep time. The values of resolution 

bandwidth and video bandwidth depend on the type of filter selected, and, meanwhile, these settings have an 

influence on other measured parameters to a certain degree. As the analog or digital filter is used, the sweep 

speed will be limited by the transient response of IF and video filter. 

If VBW > RBW during sweep, the transient time of video filter is not affected. In such case, the transient 

response time required is inversely proportional to the square of RBW, as shown below: 

Tsweep= k ×  Span/RBW
2
 

Wherein: Tsweep is the minimum sweep time required under the given span and resolution bandwidth with 

unit of s; 

RBW is resolution Bandwidth with unit of Hz; 

Span is the display span with unit of Hz; 

K refers to the filter constant, depending on the type of filter and permissible error of transient response. 

Gaussian filter is used for the Series Signal Analyzer by default. 

If VBW < RBW, the minimum sweep time required will be affected by the transient time of video filter. 

Similar to the IF filter, the reducing bandwidth will increase the transient time. If the analog technology is 

used, the video filter is in general first-order low pass or simple RC circuit; there is one linear relation 

between VBW and sweep time. Decrease the video bandwidth by factor n and extend the sweep time by n-

fold. 

During FFT, the sweep also interacts with the resolution bandwidth and video bandwidth. The sweep time is 

about the sum of data acquisition time and the time of executing FFT spectrum operations. During FFT 
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measurement, the sweep time cannot be set randomly, while the Series Signal Analyzer provides one 

approximate value based on the current resolution bandwidth, video bandwidth and FFT step configuration. 

4) How to set parameters of solution bandwidth 

Usually, the 4051 Series Signal/Spectrum Analyzer sets the resolution bandwidth automatically based on the 

specific value of [Bandwidth/RBW] and current span. There are over 160 scales of settings for the resolution 

bandwidth of 4051 Series Signal/Spectrum Analyzer, with 25 per 10 octave within 1 Hz - 1  MHz, changing 

by 10% step between 1Hz and 3 MHz and taking 4 MHz, 5 MHz, 6 MHz, 8 MHz, 10 MHz and 20 MHz above 

3 MHz. Changing the resolution bandwidth if it is expected to can be realized in the following two methods: 

Method 1. When the specific value of span and resolution bandwidth is changed manually by pressing 

[Span/RBW] after pressing the ȍBWȎ key on the front panel, the resolution bandwidth will 

automatically select based on the specific value. 

Method 2. The expected resolution bandwidth can be entered with the number keys or the resolution 

bandwidth can be set with Up/Down key or knob on the front panel by pressing [Res BW] after 

pressing ȍBWȎ key on the front panel. When the number of resolution bandwidth is entered 

with number keys, the Series Signal Analyzer will automatically set the resolution bandwidth to 

the scale closet to the number entered. When the resolution bandwidth is set with Up/Down key, 

the resolution bandwidth of Series Signal Analyzer will change in the step way of 1-2-3-5-10. 

When the resolution bandwidth is set with knob, all scales of resolution bandwidth can be 

selected. 

5) How to set parameters of video bandwidth 

Usually, the 4051 Series Signal/Spectrum Analyzer selects the video bandwidth automatically based on the 

specific value of [VBW/RBW] and according to the current resolution bandwidth. The video bandwidth and 

resolution bandwidth of 4051 Series Signal/Spectrum Analyzer vary in scale. Changing the video bandwidth if 

it is expected to can be realized in the following two methods: 

Method 1. When the specific value of RBW and VBW is changed manually by pressing [VBW/RBW] after 

pressing the ȍBWȎ key on the front panel, the video bandwidth will automatically select based 

on the specific value. 

Method 2. The expected video bandwidth can be entered with the number keys or the video bandwidth can be 

set with Up/Down key or knob on the front panel by pressing [Video BW] after pressing ȍBWȎ 

key on the front panel. When the number of video bandwidth is entered with number keys, the 

Series Signal Analyzer will automatically set the video bandwidth to the scale closet to the number 

entered. When the video bandwidth is set with Up/Down key, the video bandwidth of Series Signal 

Analyzer will change in the step way of 1-2-3-5-10. When the video bandwidth is set with knob, 

all scales of resolution bandwidth can be selected. 

6) Set sweep parameters manually 

Setting the suitable sweep parameters manually is of great help for executing measurement task. 

ü Set sweep time manually 

When the sweep time of 4051 Series Signal/Spectrum Analyzer is set as auto, it usually selects the fastest 

sweep time to execute measurement and the maximum error of measurement is less than 0.1 dB in comparison 

with the sweep measurement with relative longer time. 

The sweep time can be set with the number keys, Up/Down key or knob on the front panel in the [Sweep 

Time Auto Man] by pressing the ȍSweepȎ key on the front panel. 

Prompt 

Limitations on the setting of sweep time 

When the sweep type is sweep frequency (and span > 0 Hz), the Series Signal Analyzer will automatically 
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work out the minimum sweep time based on such parameters as resolution bandwidth, video bandwidth and 

type of filter. When the sweep time set manually is less than the minimum sweep time, the Series Signal 

Analyzer will automatically execute the measurement based on the minimum sweep time. When the sweep 

time set manually is greater than 6,000 s, the Series Signal Analyzer will automatically execute the 

measurement based on the sweep time of 6,000 s. 

When the sweep type is zero span, the sweep time of Series Signal Analyzer is not related to the parameters 

including resolution bandwidth, video bandwidth and type of filter. When the sweep time set manually is less 

than the minimum sweep time (1us), the Series Signal Analyzer will automatically execute the measurement 

based on the minimum sweep time. When the sweep time set manually is greater than 6,000 s, the Series 

Signal Analyzer will automatically execute the measurement based on the sweep time of 6,000 s. 

When the sweep type is FFT, the sweep time cannot be set manually. 

ü How to switch continuous sweep ON and OFF 

The continuous sweep ON indicates that the Series Signal Analyzer automatically executes the measurement 

based on the trigger event set. The continuous sweep ON is the default state of the Series Signal Analyzer. 

The continuous sweep OFF indicates that the Series Signal Analyzer is manually controlled by the user to 

executes the measurement based on the trigger event set. When the trace average function is opened, the 

Series Signal Analyzer will not stop the measurement until the designated trace average count is reached. For 

more details, please refer to ñ4.1.2.6 Parameter settings of ȍMeas SetupȎ and ȍMeas ControlȎò herein. 

Many methods in the 4051 Series Signal/Spectrum Analyzer are available for switching the continuous sweep 

ON and OFF directly. 

Method 1. switch can be realized with [Sweep Single Cont] soft menu by pressing ȍSweepȎ key on the 

front panel. 

Method 2. switch can be realized by pressing ȍSingleȎ and ȍContȎ key on the front panel 

ü Configure sweep type rules manually 

For the 4051 Series Signal/Spectrum Analyzer, the sweep type includes sweep frequency and FFT, while the 

sweep type rules include ñBest Dynamic Rangeò and ñBest Speedò. 

ñBest Dynamic Rangeò rules: when RBW is or larger than 300Hz, the sweep type is Swept; when RBW is less 

than 300Hz, the sweep type is FFT. 

ñBest Speedò rules: when RBW is or larger than 3kHz, the sweep type is Swept; when RBW is less than 3kHz, 

the sweep type is FFT. 

The user can set the sweep type rules manually by pressing ȍSweepȎ key on the front panel and entering 

sweep setting menu. In the reset state, the 4051 usually select the sweep type automatically based on the ñBest 

Dynamic Rangeò. 

ü Configure sweep type manually 

By setting the [Sweep Setup Ṣ] as manual by entering sweep setting menu through ȍSweepȎ and [Sweep 

Type Ṣ] key, the user can manually set the sweep type of the current Series Signal Analyzer as sweep 

frequency or FFT. 
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Prompt 

Judge the parasitic or residual response of Series Signal Analyzer by changing sweep time 

The 4051 Series Signal/Spectrum Analyzer can carry out the spectrum measurement by using sweep and FFT. 

When you find the lesser parasitic or residual response on the measured data, you can try to judge that the 

response is generated by Series Signal Analyzer itself or brought into by the input signal by changing the 

sweep type. If the response signal disappears or gets smaller in different sweep type, it can be considered that 

the signal distortion to a certain degree is caused by the hardware measurement channel of Series Signal 

Analyzer. 

ü Configure FFT width manually 

The FFT width can be set by activating the [Sweep Type Ṣ] and [FFT WidthṢ] though ȍSweepȎ key on the 

front panel. 

Before the FFT width is set manually, the working principle and process that 4051 Series Signal/Spectrum 

Analyzer executes the FFT spectrum measurement should be understood first. When the FFT is used to 

measure the signal spectrum within one frequency range, the Series Signal Analyzer is tuned to center 

frequency of measured frequency range, then the FFT spectrum calculation is carried out for the time domain 

data obtained. As the limitation of resolution bandwidth, the maximum frequency range of this way of 

measurement is also limited with limit value of FFT width. For the spectrum measurement of frequency range 

exceeding the FFT width, the Series Signal Analyzer will measure one section of frequency range at a time by 

tuning the center frequency of RF reception circuit by step and joint the measured spectrum. 

FFT width is only active when the FFT sweep type is selected. When the sweep type is set as auto, the 4051 

Series Signal/Spectrum Analyzer will execute FFT spectrum measurement, the maximum resolution 

bandwidth is 1 MHz. The larger is the FFT width, the faster is FFT spectrum measurement, but the dynamic 

range performance will be affected. 

Under FFT sweep, the FFT width setup limits the maximum value for center frequency step of each tune. For 

example, if [<100Hz] is selected, the maximum value for center freq step of each tune is 100Hz. As the FFT 

width gets larger, the count of instrument center frequencies get smaller when performing measurement of 

same frequency scope, and the response measurement gets faster. Therefore, to improve measurement speed, 

you can manually change the FFT width. 

Caution 

The maximum FFT 

If the FFT width is set as [<= Maximum Value], the maximum FFT is 10 MHz under standard configuration. 

7) Select the filter bandwidth and type reasonably 

ü Configure filter type manually 

The filter type can be selected manually by activating the [Filter Type] through ȍBWȎ key on the front 

panel. 

In general, the 4051 Series Signal/Spectrum Analyzer uses Gaussian filter, i.e., use filter approximate to the 

Gaussian shape to complete filtering of resolution bandwidth. If the flat top filter is used, the Series Signal 

Analyzer adopts filter approximate to the rectangular shape to complete filtering of resolution bandwidth. The 

response time of flat top filter of 4051 Series Signal/Spectrum Analyzer is about 3 times of that of the 

Gaussian filter, as the sweep speed of the flat top filter is smaller than that of the Gaussian filter. The flat top 
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filter has better selectivity than the Gaussian filter and therefore is more capable of distinguishing two signals 

with unequal amplitude. 

ü Configure filter bandwidth manually  

The filter bandwidth can be selected manually by activating the [Filter BW] through ȍBWȎ key on the front 

panel. 

The 4051 Series Signal/Spectrum Analyzer has four ways to describe the Gaussian filter bandwidth: 3 dB and 

6 dB bandwidth of filter, pulse bandwidth and noise bandwidth. Wherein: the noise bandwidth refers to the 

bandwidth when the rectangular filter is used to pass through the noise signal power with same peak gains. 

The pulse bandwidth refers to the bandwidth when the rectangular filter passes through the pulse signal power 

with same peak gains. 

When the electromagnetic interference test is executed, the 6 dB bandwidth or pulse bandwidth is applicable 

to describe the filter bandwidth; when the noise-like signal or channel power is measured, the noise bandwidth 

is applicable to describe the bandwidth. 

When the parameters of [Filter BW] are changed, the filter bandwidth actually used will not be affected, and 

the Series Signal Analyzer only uses another way to describe the filter bandwidth and display it on the screen 

information area. E.g., the 3 dB (1 kHz) bandwidth and 6 dB (1.41 kHz) bandwidth, equivalent noise 

bandwidth filter of 1.06 kHz and equivalent pulse width filter of 1.48 kHz. 

Caution 

The filter type  and the filter bandwidth 

When the 4051 Series Signal/Spectrum Analyzer selects the ñflat top" for the filter type, the filter bandwidth 

cannot be selected and the [Filter BW] turns grey. 

4.1.2.4 Set parameters of amplitude/Y Axis 

The section mainly describes the meaning of the parameters corresponding to ȍAmplitude/Y AxisȎ and 

provides the operation guidance. The ȍAmplitude/Y AxisȎ key and the corresponding setting soft menu are 

used to set the amplitude reference and display range of active window of Series Signal Analyzer, which is 

available in multiple measurement modes and functions. In the spectrum analysis mode, they are mainly used 

to set the reference level, attenuator, display range of level and unit of amplitude of the Series Signal Analyzer. 

The functions may vary in other measurement modes or functions, please refer to the corresponding manual. 

1) Parameter description of ȍAmplitude/Y AxisȎ 

The menus corresponding o the ȍAmplitude/Y AxisȎ  key on the front panel include [RefLevel], 

[Attenuation], [Scale Type Log Line], [Scale/Div], [Auto Scale], [Y Axis Unit Ṣ], [Ref Level Offset], [Ampl 

Cor Ṣ]. 

[RefLevel] refers to the maximum signal acceptable by the measurement hardware on the premise that the 

measured results are guaranteed. The input level exceeding the above the maximum signal may distort. In 

such case, the information bar of 4051 Series Signal/Spectrum Analyzer will display the prompt information 

of ñIF Overloadò. 

[Attenuation Ṣ] submenu is mainly used to control the gain distribution of the RF reception hardware of the 

Series Signal Analyzer and the includes such parameters to be set as mechanical attenuator, Elec Attenuator, 

step of mechanical attenuator and maximum mixer level. Only the options of Elec Attenuator are configured 

properly will the settings of relevant Elec Attenuator become effective. 

[Scale Type Log Linear] is used to select the trace data in display area to be linear or logarithm. When the 

ñLogarithmò is selected as the type scale, the graticule of Y Axis is segmented in way of logarithm and the top 

graticule is corresponding to the reference level (when the reference level offset is set as zero), while the 

numbers corresponding to other Y axes can be set through amplitude scale. When the ñLinearò is selected as 

the type scale, the graticule of Y Axis is segmented in linear and the top graticule is corresponding to the 
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reference level (when the reference level offset is set as zero), the bottom graticule 0 V and middle graticule 

of Y Axis 1/10 of reference level. 

[Scale/Div] is used to set the gain between graticules of Y Axis in the trace display area. This parameter is 

effective only when the [Scale Type] is logarithm. When the scale type is linear, the menu turns grey 

automatically and is in the idle state. 

[Auto Scale] is used to automatically set the amplitude scale for the current measured data and the reference 

value corresponding to the top graticule of Y Axis. 

[Y Axis Unit] is used to change the scale unit displayed by the Y-axis in the trace display area. By default, 

when the scale type is set as ñLogarithmò, the scale unit of Y Axis is dBm; by default, when the scale type is 

set as ñLinearò, the scale unit of Y Axis is V. Regardless of logarithm or linear scale type, the scale unit of Y 

Axis can be set as any one of dBm, dBmv, dBma, W, V, A, dBuv and dBua. 

[Ref Level Offset ] is used to increase the reference level display by one offset. Reference level indicates the 

absolute amplitude value represented by the top graticule of Y Axis in the trace display area. 

[Ampl Cor Ṣ] is used to correct the correction value edited by the user on the measured trace data. 

2) Set reference level properly 

Reference level indicates the absolute amplitude value represented by the top graticule of Y Axis in the trace 

display area and is closely related to the maximum signal level receivable by the RF input port and internal 

mixer of the Series Signal Analyzer. If the reference level is set improperly, the serious signal distortion may 

occur, directing affecting the measured results. 

Caution 

The total power of all input signals of RF input port should be considered and known and the reference level 

set should be greater than the total power of all input signals when the reference level is set. 

The reference level can be set by activating the [RefLevel] soft menu through the ȍAmplitude/Y AxisȎ key, 

on the front panel. If you are to set the reference level manually, the Series Signal Analyzer will just correct 

the data offset on the measured trace instead of stopping the current measurement in most cases. Only when 

the change of reference level brings about the change of associated attenuator will the Series Signal Analyzer 

top the current measurement and restart measurement. 

Generally, that measured by the 4051 Series Signal/Spectrum Analyzer is the level value of input signal, while 

that displayed by the measured result is the effective value of the unadjusted sine signal level calibrated and 

corrected. By default, assuming that the input impedance is 50 ɋ, the reference level is the converted power = 

1 mw (0 dBm). For more information about ñassuming that the input impedance is 50 ɋò, please refer to 

ñ4.1.2.8 Input and output settingsò herein. 

3) Optimize the measured results by setting attenuator properly 

The attenuator of 4051 Series Signal/Spectrum Analyzer is located at the back-end of RF input port and 

directly connected to the RF input port, which is mainly used to guarantee that the mixer at the back end of 

attenuator will not be damaged by inputting high power RF signal. Therefore, The 4051 Series 

Signal/Spectrum Analyzer, by default, will automatically set the attenuator based on the reference level set. 

The input level of mixer can be calculated in the following formula: 

Input level of mixer = input level of signal - attenuator value 

 
Warning 

The maximum input level of mixer 

The maximum input level of mixer is -10 dBm. If the signal level inputted into the mixer exceeds -10 dBm, 

the wrong measured result may occur, even the mixer may be damaged. 
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The measuring sensitivity of Series Signal Analyzer is closely related to the attenuator, so the higher the 

attenuator is, the greater the inherent noise inside the Series Signal Analyzer is; and the measuring sensitivity 

of Series Signal Analyzer will decrease with the increase of noise floor in the trace display area. The 

attenuator is usually set as 0 dB to obtain higher measuring sensitivity. The measuring sensitivity will 

decrease by 10 dB and the corresponding average noise level displayed increases by 10 dB as the decrement 

increases by every 10 dB. Therefore, the decrement of attenuator should be decreased usually to improve the 

SNR of measuring signal. However, the greater decrement set can prevent the Series Signal Analyzer from 

intermodulation or harmonic distortion, and, in such case, the RF amplification circuit at the back of mixer 

can re-amplify the signal. 

Accordingly, the attenuator can be set as distortion measurement or high sensitivity measurement to complete 

the complicated measurement. If you have not understood the functions of attenuator thoroughly, it is 

suggested that the attenuator should be set as auto coupling. 

Prompt 

Benefits of setting attenuator manually 

When you are executing the distortion measurement, such as harmonic distortion or intermodulation 

distortion, the greater decrement set is of great help and helps to determine whether the distortion is caused by 

Series Signal Analyzer. 

When you are executing the weak signal measurement, the attenuator is set as 0 dB, which is an effective 

method for increasing the measuring sensitivity of Series Signal Analyzer. 

Two types of attenuators including mechanical attenuator and Elec Attenuator are provided for the 4051 

Series Signal/Spectrum Analyzer. Wherein the mechanical attenuator includes one mechanical attenuator with 

step of 2 dB, maximum decrement of 6 dB and AC/DC switch function and one mechanical attenuator with 

step of 6 dB and maximum decrement of 66 dB, which jointly form the attenuator component with minimum 

step of 2 dB and maximum decrement of 72 dB. The connection relation is shown in Fig. 4.1. 

 

Fig. 4.1 Connection Relation of Attenuators of 4051 Series Signal/Spectrum Analyzer 

ü Set mechanical attenuator manually 

Generally, the mechanical attenuator is set automatically based on the reference level set with step of 2 dB. 

The Series Signal Analyzer will automatically set the attenuator based on the following formula: 

Decrement of attenuator = reference level + gain of PreAmplifier + external gain - reference level offset - 

maximum mixer level + IF gain 

Wherein: if the options of PreAmplifier are not set, its gain is 0 dB; IF gain is the variable gain amplifier at the 

back end of the circuit of mixer, invisible for the user, which is set automatically by the Series Signal 

Analyzer based on the reference level. 

In addition, the attenuator values automatically set are greater than or equal to 6 dB. The decrement of 

attenuator calculated based on the formula above is rounded up to an integer and parameters are set based on 

the step of mechanical attenuator, automatically selecting the closest decrement. E.g., if the decrement of 
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attenuator calculated is 40.1 dB, the attenuator will automatically select 50 dB (the step of mechanical 

attenuator is 10 dB) or 42 dB (the step of mechanical attenuator is 2 dB). 

If you hope to set the mechanical attenuator manually, the decrement of mechanical attenuator can be 

modified with number keys, Up/Down key or knob on the front panel by pressing ȍAmplitude/Y AxisȎ key 

on the front panel, entering [Attenuation Ṣ] menu and modifying the mechanical attenuator to [Mech Atten 

Auto Man]. 

In addition, you can set the step of mechanical attenuator as 2 dB or 10 dB manually. When the step menu of 

mechanical attenuator is set as 10 dB, namely [Mech Atten Step 2dB 10dB], the decrement scope of 

mechanical attenuator can only be set within 0 dB - 70 dB with a minimum step of 10 dB. Then the minimum 

step size corresponding to the Up/Down key and knob on the front panel is also set as 10 dB automatically. 

When the step menu of mechanical attenuator is set as 2 dB, namely [Mech Atten Step 2dB 10dB], the 

decrement scope of mechanical attenuator can only be set within 0 dB - 70 dB with a minimum step of 2 dB. 

Then the minimum step size corresponding to the Up/Down key and knob on the front panel is also set as 2 

dB automatically. 

ü Set maximum mixer level 

The [Max Mixer Level] in the [Attenuation Ṣ] menu only has an influence on the auto setting algorithm of 

attenuator. The maximum mixer level of 4051 Series Signal/Spectrum Analyzer is -10 dBm by default. Unless 

you have a thorough understanding of the principle of measurement of Series Signal Analyzer, do not change 

the maximum mixer level. 

4) How to set display range of Amplitude/Y Axis 

ü Set scale type 

The scale type can be selected by activating the [Scale Type Log Line] menu after pressing ȍAmplitude/Y 

AxisȎ key on the front panel. Usually, the Series Signal Analyzer is set as logarithm scale type. 

When the [Scale Type Log Line] is selected to be linear, the measured values are always linear distribution in 

the display check. The linear scale is of great use for exactly displaying the signal level of small range. 

However, if the maximum and minimum values of signal are displayed on the screen at the same time, it is 

very difficult to display each value exactly or distinguish two approximate signal levels. The linear scale type 

is commonly applied to the demodulation waveform display of AM signal. 

When the [Scale Type] is selected to be logarithm, the smaller measured value display will occupy most area 

of screen display area, so it is very effective for distinguishing the signals of low level. If you hope to display 

the greater measured data of signal level range on one screen, selecting the logarithm scale type is very useful. 

The unit commonly selected for the logarithm scale type is the data of logarithm (such as dBm or dB). 

ü Set display range of Y Axis through amplitude scale and reference level 

When the scale type is selected to be logarithm, the amplitude value represented by each division of Y Axis 

can be set with number keys, Up/Down key or knob on the front panel by pressing ȍAmplitude/Y AxisȎ 

key on the front panel and activating the [Scale/Div] menu. Usually, the Series Signal Analyzer is set as 10 dB. 

When the reference level is changed with number keys, Up/Down key or knob on the front panel by pressing 

ȍAmplitude/Y AxisȎ key on the front panel and activating the [Scale/Div] menu, the display range of Y 

Axis will change, then the measured value represented by the top division of screed is: reference level + 

reference level offset, while measured value represented by the bottom division is: reference level + reference 

level offset - 10 × amplitude scale value. 

Prompt 

The influence of changing display range of Y Axis by changing reference level 

As the attenuator and IF gain in the RF reception circuit of corresponding Series Signal Analyzer may change 

when the reference level is changed, the corresponding measurement performance, such as dynamic range or 

sensitivity, will change as well. If you want to avoid this situation, set the display range of Y Axis through the 



4. Operating Instruction 

4.1 Function operation guide 

70  

 

amplitude scale and reference level offset. 

ü Set display range of Y Axis through amplitude scale and reference level offset 

Changing the reference level offset through [More1/2] soft menu is of help for you to change the logarithmic 

amplitude value represented by the top division in the screen display area. 

ü Set display range of Y Axis through auto scale 

When the ȍAmplitude/Y AxisȎ key on the front panel is pressed and the [Auto Scale] soft menu is then 

clicked, the Series Signal Analyzer will set the [Scale/Div] (logarithm scale type) and reference level offset 

based on the maximum and minimum value of latest measured data, optimize the display range of Y Axis and 

reflect all the latest measured data on the screen. The auto scale menu corresponding to the active window 

may vary slightly in other measurement modes or functions, please refer to the corresponding manual or menu 

description of corresponding function for more details. 

Prompt 

Auto Scale 

When you click the [Auto Scale] once, the Series Signal Analyzer will set [Scale/Div] (logarithm scale type) 

and reference level offset once only based on the current measured data and will not reset even in case of 

change of the measured data. 

5) Open PreAmplifier  (optional) 

If the Series Signal Analyzer purchased by you is equipped with the option of PreAmplifier, it can seen that 

the [PreAmplifier ON OFF] menu is in active state by pressing ȍAmplitude/Y AxisȎ key on the front panel 

and [More 1/2Ṣ] soft menu, or the menu turns grey, indicating idle state. The built-in PreAmplifier of Series 

Signal Analyzer can be opened by setting the menu. 

By opening the PreAmplifier, the Series Signal Analyzer can obtain better noise factor, improving the 

measuring sensitivity, and the dynamic range performance (such as TOI indicator) of Series Signal Analyzer 

will be deteriorated. 

The 4051 Series Signal/Spectrum Analyzer can be equipped with multiple options of PreAmplifiers, including 

the low-band PreAmplifier (with frequency range from 10 MHz to 4 GHz) and full-band PreAmplifier (10 

MHz to upper limit of maximum measured frequency), but only one type of PreAmplifier can be equipped. 

During sweep, the measured result of Series Signal Analyzer will automatically take into account the gain of 

PreAmplifier. Even though the measured frequency range set by you exceeds the operating frequency range of 

built-in PreAmplifier, the Series Signal Analyzer will reflect the corrected gain in the measured result. 

4.1.2.5 Trigger parameter setting 

Under the default settings of spectrum measurement mode, the Series Signal Analyzer executes the 

measurement immediately when you start measurement through the ȍSingleȎ and ȍContȎ, which is 

called free trigger normally. However, the measurement will not be executed sometimes until some 

measurement conditions are met. E.g., the measurement will be executed or executed based on certain time 

period when the signal level exceeds one certain value. In such case, the trigger measurement will be used. 

The trigger measurement refers to the measurement executed or capture of certain piece of data in the signal 

of interest when certain measurement conditions are met (also called trigger event. Setting different trigger 

modes and proper trigger parameters is of help for detecting different signal events. Parameter description of 

ȍTrigȎ key 

Choosing different trigger modes (also called trigger source) by pressing ȍTrigȎ key on the front panel can 

enable the Series Signal Analyzer to execute different trigger measurement tasks. Under the spectrum analysis 

mode, the 4051 Series Signal/Spectrum Analyzer has many trigger modes, including free trigger, video trigger, 

power trigger, external trigger 1, external trigger 2, burst signal trigger and timer trigger. 
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[Video] refers to the trigger measurement based on the video signal level; [Line] refers to the trigger 

measurement based on the power frequency signal of AC power supply; [External 1] refers to the trigger 

measurement based on the trigger input port signal of front panel; [External 2] refers to the trigger 

measurement based on the trigger input port signal of rear panel; [RF Burst] refers to the trigger measurement 

based on the signal power of RF input port; [Periodic Timer] refers to the predefined time period. 

Except the timer trigger and free trigger, other trigger modes have the settings of [Trig Slope]. The 4051 

Series Signal/Spectrum Analyzer can set the trigger polarity for these trigger modes respectively and the [Trig 

Slope Pos Neg] menu is located in the submenu of each trigger mode. Negative polarity indicates that the 

trigger event occurs when the trigger input signal level increases to the trigger level, while negative polarity 

indicates that the trigger event occurs when the trigger input signal level decreases to the trigger level. 

Except the free trigger, other trigger modes have the settings of trigger delay. The 4051 Series 

Signal/Spectrum Analyzer can set the trigger delay for these trigger modes respectively and the [Trig Delay 

ON OFF] menu is located in the submenu of each trigger mode. When the trigger delay is set as ñOFFò state, 

the corresponding menu displays [Trig Delay ON OFF]; the Series Signal Analyzer will execute the 

measurement immediately after the trigger event occurs. When the trigger delay is set as ñONò state, the 

corresponding menu displays [Trig Delay On Off], the Series Signal Analyzer will not execute the 

measurement until a period of time after the trigger event occurs. The trigger delay time can be set with 

number keys, Up/Down key or knob after the [Trig Delay ON OFF] is activated. 

[Trig Holdoff] can set one time parameter, which limits the minimum time interval of occurrence of effective 

trigger event. When the trigger holdoff is opened, the trigger event that occurs within the trigger holdoff time 

will be neglected after one trigger event. 

1) Execute video trigger measurement 

The trigger input signal corresponding to the video trigger is the IF signal envelope displayed on the screen. 

The external trigger level can be set in such steps of pressing the ȍTrigȎ key on the front panel, entering 

[Video Ṣ], pressing soft menu of [Trigger Level] and then using the number keys, Up/Down key or knob. 

After entering[Video] menu, the Series Signal Analyzer will automatically execute the video trigger 

measurement. By default, the vide trigger level is -25 dBm, and the display line (red) of trigger level and 

trigger level value will displayed on the screen and the ñVideo Triggerò will be displayed in corresponding 

state bar, as shown in Fig. 4.2. 
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Fig. 4.2 Setting Interface of Video Trigger 

Prompt 

Applicable conditions of video trigger 

Usually, the video trigger is applied to the time domain power measurement under zero span, while, under 

non-zero span (span > 0 Hz), the correct spectrum measurement may not be executed if the video trigger is 

set, then the burst signal trigger mode will be used instead of video trigger. 

2) Execute external trigger measurement 

The trigger input signal corresponding to the external trigger is the trigger input on the front panel (external 

trigger 1) or the trigger input on the rear panel (trigger input 2). The trigger input port on the front and rear 

panel is BNC. The input port can receive the signal provided by the external device with level ranging from -5 

V - +5 V. The trigger input signal can be sine AC signal or TTL level signal. When the sine AC signal is input, 

the comparator circuit inside the Series Signal Analyzer will compare with the trigger level set and then 

convert it into TTL level signal. 

The external trigger level can be set in such steps of pressing the ȍTrigȎ key on the front panel, entering 

[External 1 Ṣ] or [External 2 Ṣ], pressing soft menu of [Trigger Level] and then using the number keys, 

Up/Down key or knob. If the External Trigger 1 is activated, the Series Signal Analyzer will automatically 

select the trigger input signal on the front panel; if the External Trigger 2 is activated, the Series Signal 

Analyzer will automatically select the trigger input signal on the rear panel. 

Prompt 

In the state of external trigger measurement, please carefully inspect whether the analyzer is properly 

connected with the external device or not and ensure that the correct external trigger input signal is provided if 

the Series Signal Analyzer cannot execute the measurement properly. 
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3) Execute power trigger measurement 

The trigger input signal corresponding to the power trigger is the power frequency signal of AC power supply 

provided for Series Signal Analyzer. The circuit inside the Series Signal Analyzer will automatically extract 

the signal and convert it into trigger input signal. The trigger polarity and parameters of trigger delay can be 

set in such steps of pressing the ȍTrigȎ key on the front panel and then entering [Line] menu. The trigger 

level is inactive during power trigger and the corresponding Power Trigger Menu is not available. 

4) Execute burst signal trigger measurement 

The trigger input signal corresponding to the burst signal trigger is the IF (intermediate frequency) signal 

envelope outputted by the Series Signal Analyzer at the second IF. Some Series Signal Analyzers are also 

known as IF power trigger, then the IF bandwidth is also known as trigger bandwidth. When the burst signal 

of the 4051 Series Signal/Spectrum Analyzer is triggering, the trigger bandwidth is about 200 MHz. When the 

non-zero bandwidth is being measured, the second IF signal approximately represents the signal of start 

frequency relating to the measurement of analyzer; when the zero bandwidth is being measured, the second IF 

signal approximately represents the signal of center frequency relating to the measurement of analyzer. As the 

Series Signal Analyzer has the IF bandwidth of 200 MHz, the noise limits the setting range of the trigger level, 

please refer to the Data Manual of 4051 Series Signal/Spectrum Analyzer for details. 

The external trigger level can be set in such steps of pressing the ȍTrigȎ key on the front panel, entering 

[RF Burst Ṣ], pressing soft menu of [Trigger Level] and then using the number keys, Up/Down key or knob. 

Prompt 

The trigger level of the burst signal of the 4051 Series Signal/Spectrum Analyzer is set without considering 

the amplitude correction and reference level offset, so a larger difference may exist between the trigger level 

set by you and the signal level displayed by measurement, which can be eliminated by closing amplitude 

correction and modifying reference level offset. 

 

Caution 

When the start frequency in the state of nonzero bandwidth measurement or the center frequency in the state 

of zero bandwidth measurement is close to 0 Hz and less than 120 MHz, the LO feedthrough will cause the 

decrease of the trigger function or failure of trigger of the burst signal. 

5) Execute timer trigger measurement 

The trigger input signal corresponding to the timer trigger is the signal outputted periodically and regularly 

inside the Series Signal Analyzer. 

In most cases, it is very complicated and difficult to measure the burst RF signal. Although the burst signal 

trigger is helpful for executing some routine measurement work of burst RF signal, measurement cannot be 

carried out sometimes due to many limiting conditions, e.g., the power of the burst RF signal to be measured 

is too small to from effective trigger signal or the power is less than 100 MHz. If you have already known the 

generation period of the signal, the measurement can be carried out by using timer. When the generation 

period of the burst RF signal is slow and drifting, or there is difference between the internal time base of 

Series Signal Analyzer and that of the device being measured, the measurement can also be carried out in such 

way as the 4051 Series Signal/Spectrum Analyzer adjusts the timer trigger offset and open the sync function 

of the timer trigger. 

For the purpose of better understanding and using the timer trigger function, the sequence diagram relating to 

the measurement of the timer trigger is shown in Fig. 4.3. The synchronizing signal of timer trigger in the 

figure is selected as the signal from the port of trigger input 1 on the front panel. The waveform at the top of 

the figure is the signal waveform of the port of trigger input 1 on the front panel, whose rising edge will cause 

the timer to execute sync, then the timer will generate the timing pulse based on the time base provided by the 

Series Signal Analyzer until the end of sync source holdoff of timer, then the sync will proceed based on the 
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rising edge of the trigger input. As the internal time base of the Series Signal Analyzer is different from that of 

the signal being measured, the input of timer will drift during the sync holdoff of timer. The timer offset 

determines the actual time of occurrence of the trigger event, when the timer trigger has occurred, the Series 

Signal Analyzer will not carry out the measurement until the trigger delay time if the trigger delay is on-state. 

 

Fig. 4.3 Sequence Relation of Timer Trigger and Timing Sync 

The parameters of timer trigger including [Sync Source], [Period], [Offset], [TrigHoldoff], [Trig Delay], etc. 

Can be set in such steps of pressing the ȍTrigȎ key on the front panel, entering [Periodic Timer Ṣ] and then 

using the number keys, Up/Down key or knob. 

The sync source can be selected as external trigger 1, external trigger 2 or burst signal trigger. With the menu 

of [Sync Source], the trigger level and sync source polarity can be set through the [External 1], [External 2] 

and [RF Burst]. If the sync source is set as ñPositiveò, namely [Trig Slope Pos Neg], it means the sync of the 

rising edge of the timer output and sync source signal. If the sync source is set as ñNegativeò, namely [Trig 

Slope Pos Neg], it means the sync of the falling edge of the timer output and sync source signal. When the 

trigger level of the sync source is set, the trigger level in the corresponding trigger mode menu will change at 

the same time. 

Caution 

The timer offset 

When the Series Signal Analyzer sets the parameters of timer trigger, it will first reset the internal timer to 

configure the timing parameters, default the timer offset as 0 s and then start the timer. When you modify 

[Offset] with the menu, the Series Signal Analyzer just modifies the time of occurrence of the trigger event 

instead of resetting or restarting the timer. 

4.1.2.6 Parameter settings of ȍMeas SetupȎ and ȍMeas ControlȎ 

The section mainly describes the parameters corresponding to the ȍMeas SetupȎ key and ȍMeas ControlȎ 

key on the front panel. The parameters corresponding to the ȍMeas SetupȎ key vary greatly with different 

measurement modes and measurement functions. 

1) Description of parameters of ȍMeas ControlȎ key 
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The measurement state of the Series Signal Analyzer can be controlled with soft menus of [Restart] and 

[Pause] by pressing the ȍMeas ControlȎ key. The menus of [Pause] and [Restart Measurement] cannot 

work at the same time. Menu description: when the Series Signal Analyzer is in operation, this menu is used 

for pausing current measurement; when in Paused status, this menu is used for continuing measurement. If the 

average or hold function is enabled, the average count will be frozen, then the measurement will stop 

accordingly. 

When the Series Signal Analyzer stops measuring, the [Restart] is enabled; the Series Signal Analyzer will 

restart measuring by pressing [Restart] menu. 

[Restart] is used to restart the current swiping or measurement; when the average/hold function of trace is 

enabled, the Series Signal Analyzer will reset the current average count and clear the previous hold results by 

pressing [Restart] menu. 

Caution 

If the Series Signal Analyzer is the in process of calibration or LO auto adjustment, it will not execute the 

corresponding operations until the end of the process of calibration or LO auto adjustment by pressing [Pause] 

or [Restart] 

2) Parameter description of ȍMeas SetupȎ key 

Under the mode of spectrum analysis, the parameters set corresponding to the ȍMeas SetupȎ key on the 

front panel include [Average Num], [Average Type], [Limit Line], [PhNoise Opt] and [ADC Dither]. 

ü Set trace average 

The count of trace average and average type can be set by pressing ȍMeas SetupȎ key on the front panel. 

Starting the trace average needs to press the ȍTraceȎkey on the front panel, select the trace requiring 

average and enable the [Trace Average] menu. 

[Average Num] is used to control the average count when the trace average (ȍTraceȎkey on the front 

panel] ) is enabled. 

[Average Type] is used to control the averaging algorithm of trace data, including video average, voltage 

average or power average. 

Video average (also called logarithm power average) refers to the average based on the signal level of the log 

unit being measured. 

Power average (also called root mean square (RMS) average) refers to the process during which average 

results are again converted into the measured values displaying scale requirements after all measured values 

are converted into power values and averaged. 

Voltage average refers to the process during which average results are again converted into the measured 

values displaying scale requirements after all measured values are converted into voltage values and averaged. 

For more details relating to the trace average, please refer to the corresponding menu description. 

If the trace average type is set as auto, the Series Signal Analyzer will automatically select the average type 

based on the detector type, marker function, amplitude scale, etc. Of the corresponding trace. Rules on auto 

selection of average type: if trace detector (for detector, please refer to relevant information stated in the 

section of 4.1.3) is power average, the average type is selected as power average; if the trace detector (for 

detector, please refer to relevant information stated in the section of 4.1.3) is voltage average, the average type 

is selected as voltage average; if the noise marker, bandwidth power or bandwidth density of the marker 

function (for marker function, please refer to relevant information stated in the section of 4.1.3) is opened, the 

average type is selected as power average; if the amplitude scale (for amplitude scale, please refer to relevant 

information stated in the section of 4.1.2.4) is selected as linear scale, the average type is selected as voltage 

average or video average. 
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Prompt 

Average operation in the 4051 Series Signal/Spectrum Analyzer 

The trace average is to average the signal levels of multiple traces generated from swiping for many times. 

The video average detector, power average detector and voltage average detector are to average the period of 

time or the frequency interval data reflected by the data of a certain point on one trace. 

Noise marker is to average the data of multiple measurement points on the same trace to decrease the 

amplitude fluctuation. 

The video filter is also considered to average the same trace being measured in a similar way. 

 

Caution 

The average operation carried out to the logarithm power data and the data conversion carried out to the data 

averaged will generate totally different measurement results. 

ü Limit line measurement 

The function of limit line measurement can help you execute some specified conformance measurements 

quickly. The limit line can be edited and the limit line measurement can be started with [Limit Line 

Measurement] menu by pressing ȍMeas SetupȎ on the front panel. 

ü Control ADC dither  

The ADC dither circuit of the Series Signal Analyzer can be opened and closed manually with [ADC Dither] 

menu corresponding to the ȍMeas SetupȎ key. The ADC dither function is helpful for improving the 

linearity low level signal measurement at the cost of compromising part of measurement SNR (signal to noise 

ratio) performance. 

With ADC dither opened, the Series Signal Analyzer can provide better measurement linearity, so as to 

improve the fidelity of scale, which works effectively particularly during small-signal measurement. With 

ADC dither closed, the lower noise floor can be obtained. 

Under default state, the ADC dither is under auto state; the Series Signal Analyzer sets the auto control of 

ADC dither to be open or close based on different measurements. 

4.1.2.7 Parameter settings of coupling and auto 

Many parameters of 4051 Series Signal/Spectrum Analyzer can be set automatically based on the current 

measurement state, so as to enable you to carry out measurement in a more convenient way. 

If you hope to restore the measurement parameters from manual state to auto state quickly, all the 

measurement parameters will be restored to auto state by pressing ȍCoupleȎand enabling the [Couple All] 

menu. The menus corresponding to the ȍCoupleȎkey also include the common [Mech Atten AutoMan], 

[Res BW Auto OFF], [Video BW AutoMan], [VBW/RBW], [Span/RBW], [Sweep Time AutoMan] and [CF 

Step AutoMan]. 

Caution 

The corresponding menus 
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The parameters of corresponding menus will be modified accordingly after the auto parameter settings in the 

ȍCoupleȎmenu are modified. 

4.1.2.8 Input and output settings 

The input and output settings are effective under all measurement modes and measurement functions of Series 

Signal Analyzer. The ȍInput/OutputȎ key on the front panel is used to control the input and output 

parameters of Series Signal Analyzer. The input and output interfaces on the front and rear panel of Series 

Signal Analyzer may be involved generally when the input and output parameters are modified, which remain 

unmodified normally, so most input and output parameter settings are not modified when reset is carried out. 

Caution 

Input and output parameters 

While input and output parameters are global parameters relative to the measurement mode and measurement 

function of Series Signal Analyzer, all measurement modes and measurement functions can be affected by 

modifying those parameters, some parameters are invalid under some measurement modes or measurement 

functions. 

1) Set frequency reference 

The frequency reference signal used by the Series Signal Analyzer can be selected from internal or external 

with [Freq Ref Int Ext] menu by pressing ȍInput/OutputȎ key on the front panel. 

Caution 

The frequency reference 

When the frequency reference is set as ñInternalò, the reference output of the rear panel is the 10 MHz signal 

inside the analyzer; if the frequency reference is set as ñExternalò, the reference output of the rear panel is the 

reference input signal of rear panel. 

When the frequency reference of the Series Signal Analyzer is set as ñInternalò, it still uses the internal 

reference signal of 10 MHz even the reference input port of the rear panel is connected with the external 

device. 

When the frequency reference is set as ñExternalò, the Series Signal Analyzer will use the reference signal 

provided by the external reference input port of rear panel, the screen message display area will display 

ñReference: Externalò. If incorrect external reference input signal is sensed, e.g., reference input not available, 

the signal power fails to reach the required power range, the error message prompt area will display ñInvalid 

External Referenceò. Once the external reference reaches those required by the Series Signal Analyzer, the 

error message will be cleared. 

2) Set input port 

ü Settings of input port selection 

The signal measured by the Series Signal Analyzer can be selected as the RG signal inputted from front panel 

or the internal calibration signal with [Input Port RF CAL] menu by pressing ȍInput/OutputȎ key on the 

front panel. 

The screen message display area on the front panel will display the RF input state. If the calibration signal is 

selected, the ñInput: Calibrationò will display; if the RF input signal of front or rear panel is selected, the 

ñInput: RFò will display. 

ü Settings of calibration port selection 
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If the RF input is selected as calibration, namely [Input Port RF CAL], any one of three calibration signals 

including 500 MHz sine signal, comb wave signal and 4.8 GHz sine signal inside the analyzer can be selected 

through [Cal Port]. 

The internal calibration signals of the Series Signal Analyzer are mainly used to calibration of analyzer. When 

the calibration operation is running (the calibration can be carried out to the analyzer with soft menu of [Align

Ṣ] by pressing ȍSystemȎ key on the front panel), the analyzer will automatically select those calibration 

signals without concern of users. 

Setting the RF input to calibration can help you learn to use the analyzer or judge whether fault exists in the 

analyzer. 

ü Settings of coupling method 

The coupling method can be switched with [Input Couple AC DC] menu by pressing ȍInput/OutputȎ key 

on the front panel and then entering [More 1/2 Ṣ]. AC represents AC coupling, while DC represents DC 

coupling. Signal/spectrum analyzer uses DC coupling by default. 

When the input coupling is selected as AC coupling, the blocking capacitor will insert into the back end of the 

RF input to prevent the DC signal from entering the internal circuit of the Series Signal Analyzer, so as to 

effective protect the Series Signal Analyzer from being damaged due to the DC voltage existing in the RF 

input port. However, the AC coupling will limit the frequency measurement range of the Series Signal 

Analyzer, mainly the measurement of lower frequency signal, e.g., the input signal less than 10 MHz. 

For the signal less than 10 MHz, the measurement performance of the 4051 Series Signal/Spectrum Analyzer 

is guaranteed under DC coupling. 

If the input coupling is selected as DC coupling, it should be noted that the range of the DC voltage existing in 

the RF input port must be ensured between 0 V - 200 mv. 

Regardless of DC coupling or AC coupling, the power of the signal of the RF input port cannot exceed + 30 

dBm (1 W). 

ü Settings of input impedance 

The unit correction value can be modified with [Input Impedance 50 ɋ 75 ɋ] menu by pressing 

ȍInput/OutputȎ key on the front panel and then entering [More 1/2 Ṣ]. The actual impedance of the 

hardware circuit of the Series Signal Analyzer is 50ɋ. The input impedance is only used for the purpose of 

calculation, only affecting the measurement results. When the scale of Y Axis uses the voltage or current 

(dBmv, dBɛV, dBɛA, V, A) as the unit, the input impedance only affect the measurement results; while it 

uses the power (dBm, W) as the unit, the measurement results are not affected. 

When users measure the device with impedance of 75 ɋ by using the 75 ɋ-50 ɋ adapter, it is very meaningful 

to set the input impedance as 75 ɋ. 

3) Set reconstructed signal output (optional) 

Multiple auxiliary output ports on the rear panel of the Series Signal Analyzer can be set with [Reconstructed 

Signal Output Ṣ] menu by pressing ȍInput/OutputȎ key on the front panel. The auxiliary output ports can 

help you use the Series Signal Analyzer to construct the measurement system or output to other external 

devices to test, while the output port is not applicable to all measurement modes and measurement functions. 

ü Set reconstructed any IF output (option H04A + H04B) 

The 4051 Series Signal/Spectrum Analyzer is to realize the any IF output function with two technological 

approaches: the first one is to reconstruct the internal fixed IF signal to any IF signal with the digital 

processing technology and output through the ports including narrowband I, narrowband Q and broadband I 

(differential) on the rear panel with SMA female connector; the second one is to convert the second IF signal 

into the any IF signal through the analog mixer and output, and the corresponding output interface on the rear 

panel is IF 2. 
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The settings and use methods of the reconstructed any IF output will be described below. The function of the 

reconstructed any IF output is only applicable to the transient analysis in the I/Q analysis mode and signal 

analysis mode. The different signal types can be selected for the output ports of narrowband I, narrowband Q, 

broadband I (differential output port) and broadband Q (differential output port) on the rear panel by setting 

reconstructed signal output. The corresponding relation is shown as Table 4.1. From the above table, it can be 

seen that the reconstructed any IF output, AM/FM demodulation output, I/Q demodulation output and detector 

cannot remain valid at the same time. 

Table 4.1 Signal Type of Narrowband and Broadband Output Interface of Rear Panel 

Parameter setting Narrowband I  Narrowband Q 
Broadband I  

(Differential)  

Broadband Q  

(Differential)  

Any IF Output 

(Bandwidth Ò 40 MHz) 

IF signal Invalid Invalid Invalid 

Any IF Output 

(Bandwidth > 40 MHz) 

Invalid Invalid IF signal Invalid 

AM/FM Demodulation  

Output 

(Bandwidth Ò 40 MHz) 

AM 

Demodulation 

Signal 

FM 

Demodulation 

Signal 

Invalid Invalid 

AM/FM Demodulation 

Output 

(Bandwidth > 40 MHz) 

Invalid Invalid AM Demodulation 

Output 

FM Demodulation 

Output 

I/Q Demodulation Output 

(Bandwidth Ò 40 MHz) 

I channel signal Q channel signal Invalid Invalid 

I/Q Demodulation Output 

(Bandwidth > 40 MHz) 

Invalid Invalid I channel signal Q channel signal 

Detector output 

(Bandwidth Ò 40 MHz) 

Detector output Invalid Invalid Invalid 

Detector output 

(Bandwidth > 40 MHz) 

Invalid Invalid Detector output Invalid 

The step configuration is carried out for the reconstructed IF output bandwidth within 100 Hz - 200 MHz on 

the basis of 1-2-5. Only when the 40 MHz broadband digital IF (option H38A) or 200 MHz broadband digital 

IF (option H38B) is configured is the function of reconstructed IF output enabled, while the any IF output 

(option H04A) is being configured. The output range of IF and bandwidth vary with different options selected, 

the specific mapping relation is shown in Table 4.2. 

 

Table 4.2 Function of Reconstructed Any IF Output and Option Configuration Relation Table 

Configuration 

Combination of Options 

Output Range and Bandwidth of 

Any IF  (Narrowband I Port) 

Output Range and Bandwidth of Any IF 

(Broadband I Port) 

Option H04A IF Range: 10 MHz - 75 MHz 

Band width: 10 MHz 

Invalid 

Option H04A + 

Option H38A 

IF Range: 10 MHz - 75 MHz 

Bandwidth: Ò 40 MHz 

Invalid 

Option H04A + H04B + 

Option H38A + H38B 

IF Range: 10 MHz - 75 MHz 

Bandwidth: Ò 40 MHz 

IF Range: 10 MHz - 140MHz 

Bandwidth: 50 MHz/100 MHz/200 MHz 

The IF can be set with number keys, Up/Down stepping keys and knob in the [Reconstructed IF Ṣ] menu in 

the [Reconstructed Signal Output Ṣ] menu by pressing ȍInput/OutputȎ key on the front panel. 

The Series Signal Analyzer applies different frequency conversion plans for different wavebands, so the IF 

output signal spectrum may invert in comparison with the RF input signal spectrum, that is, the left and right 
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signal spectrum exchange with each other centering around center frequency, then the inversion can be 

switched with the [Spectrum Inversion Switch] soft menu. 

The IF output frequency can also be adjusted with the menu of [Reconstructed IF Ṣ] and [Digital Gains]. The 

gain of the 4051 Series Signal/Spectrum Analyzer is 0 dB by default, then the IF output power is 8 dB - 12 dB 

less than the RF output power, e.g., if the RF intput power is -10 dBm, the IF output power is -18 dBm to -22 

dBm. If you set the digital gain as 6 dB, the IF output power will amplify by 6 dB. 

Caution 

To change the output SNR 

The adjustment function of digital gain in the [Reconstructed IF Ṣ] menu is realized through the digital 

processing technology, so the parameters are only used to adjust the IF output power instead of changing the 

output SNR. 

If you hope to change the output SNR, the parameters including reference level, attenuator, PreAmplifier, etc. 

Can be set with [Amplitude/Axis] key. 

ü Set AM/FM demodulation output (option H04A + H04B) 

The 4051 Series Signal/Spectrum Analyzer demodulates the AM/FM signal with digital technology and 

outputs through the ports including narrowband I, narrowband Q, broadband I (differential) and broadband Q 

(differential) on the rear panel with SMA female connector. The step configuration is carried out for the 

demodulation bandwidth within 100 Hz - 200 MHz on the basis of 1-2-5. Only when the 40 MHz broadband 

digital IF (option H38A) or 200  MHz broadband digital IF (option H38B) is configured is the function of 

AM/FM demodulation output enabled, while the AM/FM demodulation output (option H04A) is being 

configured. The demodulation bandwidth range varies with different options selected, the specific mapping 

relation is shown in Table 4.3. 

Table 4.3 AM/FM Demodulation Output Function and Option Configuration Relation Table 

Configuration 

Combination of Options 

Demodulation Bandwidth 

(Narrowband I and Narrowband Q 

Port) 

Demodulation Bandwidth 

(Broadband I and Broadband Q Port) 

Option H04A Demodulation bandwidth: Ò 10 MHz Invalid 

Option H04A + 

Option H38A 

Demodulation bandwidth: Ò 40 MHz Invalid 

Option H04A + H04B + 

Option H38A + H38B 

Demodulation bandwidth: Ò 40 MHz Demodulation bandwidth: 

50 MHz/100 MHz/200 MHz 

When the reconstructed signal output is selected as the AM/FM demodulation output, the narrowband I or 

broadband I port outputs AM demodulation signal, while narrowband Q or broadband Q port outputs FM 

demodulation signal. 

The [AM Digital Gain] and the [FM Digital Gain] in the [AM/FM Demodulation Ṣ] menu is available for the 

adjustment of output voltage. The gain of the 4051 Series Signal/Spectrum Analyzer is 0 dB by default, so the 

output voltage of the demodulation signal will double if you set the output gain as 6 dB. 

ü Set detector output 

The 4051 Series Signal/Spectrum Analyzer carries out the envelope detector and logarithmic detector for the 

RF signal with digital processing technology and outputs through the narrowband I port on the rear panel with 

SMA female connector. The step configuration is carried out for the detector bandwidth within 100 Hz - 10  

MHz on the basis of 1-2-5. When the 40 MHz broadband digital IF (option H38A) is being configured, the 

detector bandwidth can be extended to 40 MHz. 

You can set the output as logarithm or linearity with the [Output Options] in the [Detector Output Ṣ] menu, 

while the default setting of the 4051 Series Signal/Spectrum Analyzer is logarithm. The [FM Digital Gain] in 
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the [Detector Output Ṣ] menu is also available for the adjustment of the voltage of detector output signal. The 

4051 Series Signal/Spectrum Analyzer is 0 dB by default. 

Caution 

The [Bandwidth] menu in the function settings menu of [Reconstructed Signal Output Ṣ] in the 4051 Series 

Signal/Spectrum Analyzer is only used to indicate the value of the current IF bandwidth (reconstructed IF 

output), demodulation bandwidth (AM/FM demodulation output or I/Q demodulation output) or the detector 

bandwidth (detector output). If those parameters are required to be changed, the settings can be carried out by 

selecting relevant menu through the ȍMeas SetupȎ key of measurement functions. 

Caution 

The functions including reconstructed IF output, AM/FM demodulation output, I/Q demodulation output and 

detector output of the 4051 Series Signal/Spectrum Analyzer are only applicable to the I/Q analysis mode and 

transient analysis mode. 

ü Set broadband logarithmic detector output (option H08) 

The second IF signal inside the 4051 Series Signal/Spectrum Analyzer will go though one fast log 

amplification and detector module, and it will output the detector signal to the detector output port (BNC) of 

the rear panel. For every 1 dB change in RF input signal, the open-circuit output level of the detector output 

port varies about 25 mv. When the power of the RF input signal is 0 dBm, the voltage of the detector output 

port is 1 V (Different Series Signal Analyzers may vary slightly on this). In comparison with the digital 

detector output, the detector output features faster rise time and shorter delayed response time), which can be 

used for the test of pulse signal. 

The function can be opened or closed with [Detector Output] menu in the [Reconstructed Signal Output Ṣ] 

menu by pressing ȍInput/OutputȎ key on the front panel. 

4) Set High IF  output 

The 4051 Series Signal/Spectrum Analyzer connects the internal High IF of analyzer to the IF 1 output port on 

the rear panel (SMA female) The function can be opened or closed with [High IF Output] menu by pressing 

ȍInput/OutputȎ key on the front panel.  

Caution 

4051 Series Signal/Spectrum Analyzer uses the electronic switch to control whether the second IF signal is 

used for the internal service or outputted to external ports, so the analysis function cannot execute properly 

when the second IF output is selected as ñOnò. 

4.1.3 Operation guidance on general analysis and display function 

The section mainly describes the operation guidance on the general analysis and display that are carried out by 

the 4051 Series Signal/Spectrum Analyzer using trace and marker under the spectrum analysis mode. 

Regardless of measurement mode or measurement task, those operations are of great help to familiarize you 

with the 4051 Series Signal/Spectrum Analyzer and its use. The measurement and analysis method may vary 

if you are using other measurement modes, please refer to the user manual of corresponding measurement 

mode. 

 ̧ Trace detector and trace operationŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ82 

 ̧ Markerŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ87 
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4.1.3.1 Trace detector and trace operation 

The trace refers to a set of sampling points of data, each of which (x, y) has one x value generally representing 

frequency or time and y value generally representing amplitude. Each data point is also called trace point. In 

any trace, the first data point is called trace 0, while the last one is called trace (sweep point -1). The trace 

points are also called sweep points. For the spectrum trace, one trace point is generally corresponding to one 

frequency interval, also called Bucket sometimes, and the measured value Y represents a measured data 

corresponding to one Bucket. The menu corresponding to the ȍTraceȎkey on the front panel can help you 

configure the measured trace and complete the trace operation. 

Each trace can be considered to be one analysis implemented to the measured data. Each trace window of the 

4051 Series Signal/Spectrum Analyzer can display 6 traces. The trace configurations determine how the 

measured data analyzes and displays. The section mainly describes how to configure the trace and execute 

trace operation. 

1) Concept of trace detector 

When the sweep type is sweep under the spectrum analysis mode, the Series Signal Analyzer control the LO 

by digital mode to carry out step sweep in smallest frequency. During the entire sweep period, the sampling 

points captured by ADC in the digital IF circuit are much larger than the sweep points that used by the Series 

Signal Analyzer for display. When the sweep type is FFT, the Series Signal Analyzer tunes the LO to fixed 

frequency point. During the entire measurement period, after the FFT is carried out, the sampling points 

captured by ADC in the digital IF circuit may be larger than the sweep points that used by the Series Signal 

Analyzer for display. 

E.g., we assume that the sampling frequency of ADC is 100 msa/s, sweep points are 1000, sweep time is 100 

ms and the span is 1 GHz. For each sweep, the Series Signal Analyzer captures 100*10
5 
sampling points, 

which are needed to be turned into 1001 trace data. Equivalently, every 100,000 sampling data is 

corresponding to the trace data at one point, while each trace datum represents the signals appeared with 

frequency range of 1 MHz. If the sweep points are added, the span corresponding to each trace datum is 

narrower, the measured results are more stable and the frequency readout accuracy is higher. 

From the above analysis, it can be seen that the trace display needs to turn the more sampling data points into 

the less sweep trace points, which is what the trace detector needs to do. 

There are many types for the trace detector modes. The 4051 Series Signal/Spectrum Analyzer has 7 trace 

detector modes: 

ü Normal detection 

Take the maximum value and minimum value from the sampling data assigned to each trace point and display 

them at the same time. 

ü Positive peak detection 

Take and display the maximum value from the sampling data assigned to each trace point. 

ü Negative peak detection 

Take and display the minimum value from the sampling data assigned to each trace point. 

ü Sampling Value Detector 

Take and display the last value from the sampling data assigned to each trace point. 

ü Power Average Detector 

Also called root mean square (RMS) detector. Calculate the root mean square of all sampling data assigned to 

each trace point; the 4051Series Signal Analyzer envelopes the detector for the RF input signal and obtains 

linear voltage. After square these voltage values, take sum and divide the count of sampling data points 

corresponding to each trace point. Finally, take square root. When the scale is logarithm, take 20 times of 

logarithm transformation for these RMS values (with 10 as base) and obtain the trace data. When the scale 

type is linear, those RMS values are trace data. 
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ü Voltage Average Detector 

Also called average (AVG) detector. Take linear average for all sampling data assigned to each trace point; 

the 4051 Series Signal Analyzer envelopes the detector for the RF input signal and obtains linear voltage. 

After summing those voltage values, divide the number of sampling data points corresponding to each trace 

point. When the scale is logarithm, take 20 times of logarithm transformation for these RMS values (with 10 

as base) and obtain the trace data. When the scale type is linear, those average values are trace data. 

ü Video Average Detector 

Also called Logarithm Power Average Detector, i.e., take the logarithm power average value for all data 

assigned to each trace point; earlier Series Signal Analyzer generally displays the measurement trace of 

logarithm scale, and all filtering and averaging are based on the logarithm power data; the trace is generally 

called as video signal. After digital IF processing is adopted, to make measurement results same as the earlier 

Series Signal Analyzer, the video average detector function is added. 

The trace detector mode of 4051 Series Signal/Spectrum Analyzer can be manually set or set as auto selection. 

When the detector mode is set as auto selection, the Series Signal Analyzer will automatically select the 

suitable detector mode based on the current trace processing mode, marker function and trace average type. 

2) Concept of trace processing 

When the Series Signal Analyzer is in the continuous sweep mode or has carried out the sweep measurement 

continuously for many times, the trace processing mode determines how the current measured trace deals with 

the previous measured traces to obtain new trace. 

The 4051 Series Signal/Spectrum Analyzer has four trace processing modes: 

ü Refresh 

New trace is directly assigned with the current measured trace, irrelevant with the previous measured traces. 

ü Average 

Based on the average count N set in the ȍMeas SetupȎ, update trace is obtained after averaging the 

performance index of the measurement trace. 

Detailed algorithm: 

New trace = ((K-1) previous trace + current measurement trace)/K 

Where, K is accumulated average count. 

Under continuous measurement, when K is accumulated to the average count N set in the ȍMeas SetupȎ, 

the K will always equal to N. Under single measurement status, when K is accumulated to the average count 

N set in the ȍMeas SetupȎ, the measurement will stop. 

ü Max. Hold 

The new trace data is assigned with maximum value of previous measured trace data. 

ü Min. Hold  

The new trace data is assigned with minimum value of previous measured trace data. 

For each trace activated, the trace processing mode is defaulted to refresh in the 4051 Series Signal/Spectrum 

Analyzer. 

3) Trace display ON/OFF 

The trace display ON/OFF indicates whether the trace will execute and be displayed on the display are of the 

front panel. There are four types of the 4051 Series Signal/Spectrum Analyzers: 

ü Refresh Display(Trace on) 

New trace will execute refresh in the internal part of application (backstage) and will be displayed on the 

display area of the front panel. 
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ü Static Display (View) 

When the trace [View/Blank] is set as ñViewò, the signal/spectrum will keep the most recent trace and do not 

go through trace processing. The latest trace will be displayed in the display area of the front panel. 

ü Backstage Refresh (Background) 

New trace will execute refresh in the internal part of application (backstage), but not be displayed on the 

display area of the front panel. This type is commonly applied in remote control. 

ü Display OFF(Blank) 

ñDisplay OFFò indicates that the Series Signal Analyzer neither goes through backstage trace processing nor 

display. That means, the trace is not activated and is OFF. 

For each trace activated, the Trace on is defaulted to refresh display in the 4051 Series Signal/Spectrum 

Analyzer. 

4) How to activate and configure trace 

The 4051 Series Signal/Spectrum Analyzer can activate up to 6 traces at the same time including Trace 1, 

Trace 2, Trace 3, Trace 4, Trace 5 and Trace 6. The Series Signal Analyzer only activates Trace 1, the 

processing mode of Trace 1 is ñRefreshò, Display ON/OFF of Trace 1 is set as ñRefresh Displayò, the detector 

of Trace defaults to auto and other 5 traces are in Display OFF (OFF) state by default. 

The prompt area of screen trace message displays: 

 

Multiple traces can be selected, activated and configured with [Select Trace] submenu by pressing ȍTraceȎ
key on the front panel. For the purpose of better understanding and reasonably configuring the trace, we 

assume that the Series Signal Analyzer is in the default state and the Trace 1 is activated with processing 

mode of ñRefreshò, Display ON/OFF set as ñRefresh Displayò and Detector Mode automatically selected as 

Normal. Please activate and configure Trace 2 based on the following steps: 

Step 1. Select Trace 2: 

Select the Trace 2 in the [Select Trace] submenu by pressing ȍTraceȎkey on the front panel. After it is 

selected, the Series Signal Analyzer returns to the previous menu automatically. Then the [Select Trace] soft 

key menu displays [Select Trace 2], which indicates that the subsequent trace processing mode settings and 

trace Display ON/OFF operation are only applicable to the Trace 2. 

Step 2. Select the processing mode of Trace 2 and activate Trace 2: 

When you press the [Clear Write] soft menu, the Series Signal Analyzer will automatically activate the Trace 

2 and set its processing mode as Refresh, [View/Blank] menu as [Trace On] and detector mode as Auto. 

If you directly enter the [View/Blank] menu instead of pressing [Clear Write] soft menu and select [Trace On], 

the Series Signal Analyzer will also activate the Trace 2 and set its processing mode as Refresh, [View/Blank] 

as [Trace On] and detector mode as Auto. It can be seen that the [Trace On] soft menu appears light blue 

representing active. 

Step 3. Select Max. Hold for the processing mode and sample detector for the detector mode of Trace 2: 

By pressing [Max Hold] menu, the Trace 2 will be set as Max. Hold, the character ñ*ò will pop up in the [* 

Max Hold] menu and the detector mode of Trace 2 will be automatically set as Auto same as Trace 1. The 

detector of Trace 2 will be changed to manual sample detector by selecting [Sample] for the detector in the 

[Detector] submenu. 

Caution 
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Traces and the type of detector 

As the 4051 Series Signal/Spectrum Analyzer can only use one type of detector at the same time, other active 

traces will change to use the same type of detector when the detector mode of any trace is changed. 

5) Rules on auto trace average and auto trace detector 

If the trace average type is set as auto, the Series Signal Analyzer will automatically select the average type 

based on the detector type, marker function, amplitude scale, etc. Of the corresponding trace. Rules on auto 

selection of average type: if trace detector (for detector, please refer to relevant information stated in the 

section of 4.1.3) is power average, the average type is selected as power average; if the trace detector (for 

detector, please refer to relevant information stated in the section of 4.1.3) is voltage average, the average type 

is selected as voltage average; if the noise marker, bandwidth power or bandwidth density of the marker 

function (for marker function, please refer to relevant information stated in the section of 4.1.3) is opened, the 

average type is selected as power average; if the amplitude scale (for amplitude scale, please refer to relevant 

information stated in the section of 4.1.2.4) is selected as linear scale, the average type is selected as voltage 

average or video average. 

If the trace detector is set as auto, the Series Signal Analyzer will automatically select the detector type based 

on the processing mode, average type, marker function, amplitude scale, etc. Of the corresponding trace. 

Rules on auto selection of detector type: if the noise marker, bandwidth power in the marker function of the 

current trace or any function of bandwidth density function is enabled, the detector mode is automatically 

selected as power detector; if the trace average type is power average, the detector mode is automatically 

selected as power detector, if the trace processing mode is Max. Hold, the detector mode is automatically 

selected as Max. Value; if the trace average is voltage average, the trace detector is automatically selected as 

voltage average; if the amplitude scale is linear scale, the detector mode is selected as voltage average detector; 

if the trace average type is selected as video average, the detector mode is automatically selected as video 

average; if the trace processing is Min. Value Hold, the detector mode is automatically selected as Min. Value 

or normal. 

If the trace average type and trace detector type are auto, the auto rules are based on the last settings. E.g., if 

the last operation is trace average type settings, the auto rules of detector type are followed; if the last 

operation is detector type settings, the auto rules of average type are followed. 

 

 

6) Clear trace and clear all traces 

Clearing trace is to restore the trace data currently selected in the Series Signal Analyzer to defaults. If the 

current trace processing mode is not Min. Hold, clearing trace will reset the trace data to the minimum value 

state; if the current trace processing mode is Min. Hold, clearing trace will reset the trace data to maximum 

value state. 

Clearing all traces is to restore all trace data currently selected in the Series Signal Analyzer to defaults. If the 

current trace processing mode is not Min. Hold, clearing trace will reset the trace data to the minimum value 

state; if the trace with processing of Min. Hold exists, clearing trace will reset the trace data to maximum 

value state. 

Clearing trace and clearing all traces will not change any variable and parameter of analyzer. 

7) Open and use trace operation 

Trace operation refers to the mathematical operation carried out to the data of two traces. The Series Signal 

Analyzer can take mathematical operation for any two traces from the active 6 ones, and save the results to the 

update data of the second trace. The trace operation in the 4051 Series Signal/Spectrum Analyzer includes 

addition and subtraction. 

The math rule is used for specifying the data type of two traces under processing, including logarithmic power, 

linear voltage (current) or linear power. 
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The trace operation will be executed with [Math] submenu in the [More1/2 Ṣ] menu by pressing ȍTraceȎ
key on the front panel. Specific steps are as follows. 

Step 1. Select the trace corresponding to the Operand through [Operand1 Ṣ] Select menu: 

Select any trace among Trace 1 to Trace 6 by pressing [Operand 2 Ṣ] menu; if the trace selected is not active, 

the Series Signal Analyzer will automatically activate this trace. 

Step 2. Select the trace corresponding to the Operand through [Operand2 Ṣ] menu: 

Select any trace among Trace 1 to Trace 6 by pressing [Operand 2 Ṣ] menu; if the trace selected is not active, 

the Series Signal Analyzer will automatically activate this trace. 

Step 3. Execute trace addition: 

When the [Op1+Op2->Op2] menu is pressed, the Series Signal Analyzer will automatically activate the trace 

operation and carry out addition operation to the trace corresponding to Operator 1 and the trace 

corresponding to Operator 2 and then save the results to the trace corresponding to Operator 2. 

Step 4. Execute trace subtraction: 

When the [Op1-Op2->Op2] menu is pressed, the Series Signal Analyzer will automatically activate the trace 

operation and carry out the subtraction operation to the trace corresponding to Operator 1 and the trace 

corresponding to Operator 2 and then save the results to the trace corresponding to Operator 2. 

Step 5. Change operational rules: 

When the [ModeṢ] menu is pressed, the data type of two traces in the operation will be changed. Operational 

rules are logarithmic by default. 

Step 6. Close trace operation: 

When the [OFF] menu is pressed, the Series Signal Analyzer will close the trace operation. 

Caution 

The operation results can only be obtained by executing sweep measurement. During process of trace 

operation, clearing trace, uploading trace and copying trace from file will affect the results of trace operation, 

so those operations should be avoid. 

8) Understand the relation of trace processing and trace operation 

The trace operation is the mathematical operation carried out to the current active traces (any two traces from 

6 ones) during one sweep, while the trace processing is to average or hold the traces obtained during many 

sweeps. Whenever the trace operation function is enabled, operational rules are changed or operator selected 

is changed, the trace data saving operation results will be cleared and the sweep measurement will be re-

executed. 

After the trace is obtained, execute trace operation, then trace processing and save the processing results to 

new trace for display or that transferred to the users through programmable interface. The specific relation is 

shown in Fig. 4.4. 
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Fig. 4.4 Relation of Trace Processing and Trace Operation 

Fig. 4.4 provides the relation figure of trace operation and trace processing corresponding to Operator 2. 

When the trace operation function is enabled, the current trace data of trace processing comes from the results 

of trace operation, while the trace operation function is disabled, the current trace data of trace processing 

comes from the traces obtained currently, then update the trace after trace processing including averaging or 

holding with previous trace. The trace updated is used for display or transferred to the users through 

programmable interface. 

The Series Signal Analyzer will always execute trace operation and trace processing to all active traces based 

on the sequence of Trace 1, Trace 2, Trace 3, Trace 4, Trace 5 and Trace 6, which is very important. E.g., if 

the Operator 1 set by you is corresponding to the Trace 1, while the Operator 2 is corresponding to the Trace 2, 

the current trace corresponding to the Operator 1 is the trace data that has already gone through detector and 

trace average/hold when the Trace 2 is executed. 

9) Copy trace 

Copying trace is used to help you select the data of one trace (e.g., Trace 1) and copy them to any trace 

selected (e.g., Trace 2). Note that Copy Trace is only an operation rather than parameter setting; therefore, it is 

only performed once and not for every sweep and measurement. 

The Copy Trace will be executed with [Copy] submenu in the [More 1/2 Ṣ] menu by pressing ȍTraceȎkey 

on the front panel. Assuming that we hope to copy the data of Trace 2 to Trace 3, the execution steps are as 

follows: 

Step 1. Select Trace 2 as the one corresponding to the Operand 1 through [Operator 1 Ṣ] menu: 

Select Trace 2 by pressing [Operand 1Ṣ] menu after entering [Copy] submenu. 

Step 2. Select Trace 3 as the one corresponding to the Operand 2 through [Operator 2 Ṣ] menu: 

Select Trace 3 by pressing [Operand 2Ṣ] menu after entering [Copy] submenu. 

Step 3. Execute Copy Trace 

The Series Signal Analyzer will execute single Copy Trace by pressing [Op1 -> Op2] menu after entering 

[Copy] submenu. 

4.1.3.2 Marker 

Marker can help you quickly select and read specific trace data and accurately locate the position of one 

measured data in the trace, obtain its information and indicate its position. Each active window of the 4051 

Series Signal/Spectrum Analyzer can activate up to 12 markers. 

The marker function is to execute the more complicated measurement process and calculation function on the 

basis of marker measurement, which can help you execute noise measurement, signal demodulation, high-

accuracy frequency measurement, etc. 
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The section mainly describes the basic concept and operation methods of marker and marker function. The 

marker function is not available for all measurement modes and measurement functions. The corresponding 

menu will not display in the measurement function without marker or marker function. 

1) Type of marker 

The 4051 Series Signal/Spectrum Analyzer has three types of markers: 

ü [Normal Marker]  

Indicating that the marker is position marker. The normal marker can move on the trace points by assigning X 

Axis value, and the corresponding trace value is the absolute value of Y Axis. 

ü Delta Marker  

Indicating that the marker is numeric marker. The delta marker refers to the relative value between the 

selected marker and its reference marker. The delta marker can move on the trace data by assigning the 

relative value of X Axis between itself and its reference marker. 

ü Fixed Marker  

Indicating that the marker is position marker. As the name suggests, the fixed marker means that it remains 

stationary in the designated position. The fixed marker can move by assigning X Axis and Y Axis or peak-

peak search. Once the move of fixed marker is finished, it will remain stationary. If the normal marker or delta 

marker is to be changed to fixed marker, the X Axis position and Y Axis value corresponding to the marker 

will remain unchanged. 

2) Active marker 

One marker is corresponding to one trace, so the marker will be activated only when it is displayed on the 

active window. If the trace display in the current active window is closed, the corresponding trace marker and 

marker function will automatically close accordingly. The active marker appears white diamond in the 

corresponding screen position. 

By default, when the ȍMarkerȎ key on the front panel is pressed, the 4051 Series Signal/Spectrum Analyzer 

will automatically activate Marker 1 with type of normal marker, which is corresponding to the trace selected 

currently, and place the position of marker in the center of display area, namely the center of x Axis. 

The Series Signal Analyzer will automatically activate the markers and set them as normal marker after being 

selected through soft keys after entering [Select Marker Ṣ]. 

4.2 Advanced operation guide 

This section introduces the relatively complex measurement procedures of 4051 Series Signal/Spectrum 

Analyzer. 

 ̧ Multi -signal measurementŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ89 

 ̧ Distortion measurementŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ98 

 ̧ Measurement small signalsŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ107 

 ̧ Increase frequency resolution by using frequency count functionŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ112 

 ̧ Noise signal measurementŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ114 

 ̧ AM signal demodulationŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ117 

 ̧ Drift signal measurementŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ123 

 ̧ Improvement of amplitude measurement accuracy by applying amplitude correction functionŀŀŀ126 

 ̧ Time gate measurementŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ128 

 ̧ Channel Powerŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ142 
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 ̧ Occupied  Bandwidthŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ144 

 ̧ Adjacent Channel Powerŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ146 

 ̧ Power Statisticŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ150 

 ̧ Burst Powerŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ154 

 ̧ Harmonic Distortionŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ156 

 ̧ Three-order Intermodulationŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ158 

 ̧ Spurious Emissionŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ160 

 ̧ Spectral emission maskŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ162 

 ̧ Display and limit linesŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀŀ164 

4.2.1 Multi-signal measurement 

4.2.1.1 Use delta marker to compare signals on the same screen 

Users may find it easy to compare frequency difference and amplitude difference between signals with 4051. 

When two signals are shown on the screen at the same time, the Series Signal Analyzer can calculate their 

difference in frequency and amplitude with the delta marker function. 

In this section, we take the reference signal output of 10 MHz of the analyzer as input to demonstrate how to 

measure the difference in frequency and amplitude of two signals on the same screen. 

Step 1: connect reference signal output of 10 MHz on the rear panel of the analyzer to the RF input 

port on the front panel. 

Step 2: set the analyzer at spectrum analysis mode and then reset it: 

ü Press ȍModeȎ and [Spectrum]. 

ü Press ȍPresetȎ. 

Step 3: set center frequency, frequency span and reference level of the analyzer in order to observe 10 

MHz reference signal and its 20 MHz harmonic at the same time: 

ü Press ȍFrequencyȎ, [Center Freq] and enter 25 MHz. 

ü Press ȍSpan/X AxisȎ, [Span] and enter 40 MHz. 

ü Press ȍAmplitude/Y AxisȎ, [RefLevel] and enter 0 dBm. 

Step 5: open a marker and search for the maximum peak on the trace: 

ü Press ȍPeak SearchȎ to ensure the marker is on 10 MHz reference signal. 

[Next Pk Left]  and [Next Pk Right] soft keys in the peak menu can enable shift of the marker from one 

peak to another. 

Step 6: retain the first marker and trigger a second delta marker: 

ü Press ȍMarkerȎ and [Delta Marker]. 

The diamond symbol of the first marker changes from hollow to red solid, indicating the first fixed marker 

(reference point) and the marker No. Changes to 2. The second marker has a diamond symbol with a number 

of 1R2, representing the delta marker. When [Delta Marker] is pressed for the first time, two markers overlap 

at the same frequency point. 

Step 7: use the knob or peak search key on the front panel to move the delta marker to another signal 

peak: 
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ü Press ȍPeak SearchȎ and [Next Peak]. 

Difference in amplitude and frequency of two markers are shown in the marker result area at the top right 

corner of the screen. As shown in Fig. 4.5. 

 

Fig. 4.5 Use of delta marker function 

Caution 

Frequency readout accuracy can be further improved by enabling frequency count function. 

4.2.1.2 Use delta marker function to compare signals not on the same screen 

How to measure difference in frequency and amplitude of two signals not on the same screen? (Such 

technology is very useful for measuring harmonic distortion of low level under bandwidth with small 

frequency span and low resolution.) 

In this section, we take the signal output of 10 MHz of the analyzer as reference to demonstrate how to 

measure difference in frequency and amplitude of two signals when one is inside the screen while the other is 

outside. 

Step 1. connect reference output of 10 MHz on the rear panel to the RF input on the front panel. 

Step 2. set the analyzer in spectrum analysis mode and reset such mode: 

ü Press ȍModeȎ and [Spectrum]. 

ü Press ȍPresetȎ. 

Step 3. set center frequency, frequency span and reference level of the analyzer in order to observe 10 

MHz reference signal: 

ü Press ȍFrequencyȎ, [Center Freq] and enter 10 MHz. 

ü Press ȍSpan/X AxisȎ, [Span] and enter 5 MHz. 



4. Operating Instruction 

4.2 Advanced operation guide 

 91 

 

ü Press ȍAmplitude/Y AxisȎ, [RefLevel] and enter 10 dBm. 

Step 4: open a marker, set it to the peak of 10 MHz reference signal and then set center frequency as 

marker frequency (10 MHz): 

ü Press ȍPeak SearchȎ. 

ü Press ȍMarker ŸȎ and [Marker Ÿ Center Freq]. 

Step 5: trigger a second delta marker: 

ü Press ȍMarkerȎ and [Delta]. 

Step 6. increase center frequency to 10 MHz in order to observe 20 MHz harmonic of 10 MHz reference 

signal: 

ü Press ȍFrequencyȎ, [Center Freq] and ȍŷȎ. 

Move the first marker and the delta marker to the left of the screen at the peak of 10 MHz reference signal. 

Step 7. move delta marker to peak frequency of 20 MHz harmonic signal: 

ü Press ȍPeak SearchȎ. 

ñŶ2ò shown on the left of the screen in Fig. 4.6 indicates that 10 MHz reference signal has a lower frequency 

than the scope displayed on the screen. Delta marker 1R2 appears on the 20 MHz harmonic frequency point. 

Delta marker result shows difference in frequency and amplitude between 10 MHz reference signal and 20 

MHz harmonic signal. 

 

Fig. 4.6 Delta marker of two signals on different screens 

Step 8. close all markers: 

ü Press ȍMarkerȎ and [OFF]. 
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4.2.1.3 Distinguish measurements of two signals with constant amplitude 

1) Basic Concepts 

For frequency response of a simple-frequency signal, the Series Signal Analyzer has a trace of the shape of the 

selected IF filter (usually referred as resolution bandwidth (RBW) filter). When the filter bandwidth is 

changed, trace width shown by the analyzer will change accordingly. The resolution bandwidth is usually 

defined as 3 dB bandwidth of the filter. Or sometimes, 6 dB bandwidth of the filter. 

A basic characteristic of the Series Signal Analyzer is that it can separate each spectrum component from a 

composite signal. While separation of such component depends upon the resolution bandwidth used. If the 

resolution bandwidth is too large, it may be impossible to distinguish each spectrum component, thus 

displaying only one signal. 

To distinguish two signal of constant amplitude, the resolution bandwidth has to be less than or equal to signal 

frequency interval. If the resolution bandwidth is equal to the frequency interval, a 3 dB dip will appear in the 

spectral view between two signals. The smaller the resolution bandwidth is, the deeper the dip goes. Therefore, 

distinction between signals will be clearer. 

For Series Signal Analyzer in sweep mode, the sweep time is automatically set as 1/RBW
2
 to ensure 

measurement accuracy. With frequency span remaining unchanged, if the bandwidth is narrow, higher 

frequency resolution should be obtained at the cost of higher sweep time. If the resolution reduces by 10 times, 

the sweep time will increase by 100 times. In 4051, RBW can be set to as large as 20 MHz. 

To optimize sweep time and maintain standard measurement of the analyzer, the sweep time (ȍSweepȎ, 

[Sweep Time]) and sweep type (ȍSweepȎ, [Sweep Setup] and [Sweep Type]) can be set as auto. 

 

2) Measure two signals with frequency interval of 100 kHz 

In this section, two signals of constant amplitude with frequency interval of 100 kHz are analyzed by reducing 

their resolution bandwidth and video bandwidth. Attention should be paid to ensure that the resolution 

bandwidth selected should be equal to signal frequency interval and that the video bandwidth should be 

slightly smaller than the resolution bandwidth. 

Step 1. connect two signal sources to the RF input port of the analyzer as shown in Fig. 4.7. 

 

Fig. 4.7 Test instrument connection diagram of two input signals 

Step 2. set frequency of one signal generator at 300 MHz and the other at 300.1 MHz and them set 

output amplitude of both generators at -20 dBm. 

Step 3. set the Series Signal Analyzer in spectrum analysis mode and reset: 

ü Press ȍModeȎ and [Spectrum]; 

ü Press ȍPresetȎ. 

Step 4. set parameters of the analyzer: 

ü Press ȍFrequencyȎ, [Center Freq] and enter 300 MHz. 
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ü Press ȍBWȎ, [Res BW AutoMan] and enter 300 kHz; 

ü Press ȍSpan/X AxisȎ, [Span] and enter 2 MHz. 

ü Press ȍTraceȎ, [More 1/2Ṣ], [DetectorṢ] and [Peak] to switch the detector mode to positive peak. Then 

you can see there is only one signal peak on the screen of the analyzer as shown in Fig. 4.8. 

 

Fig. 4.8 Spectrogram when resolution bandwidth (300 kHz) is larger than signal frequency bandwidth 

Step 5. change resolution bandwidth to 100 kHz to make it equal to frequency interval of two signals 

and reduce video bandwidth to 10 kHz: 

ü Press ȍBWȎ, [Res BW AutoMan] and enter 100kHz; 

ü Press ȍBWȎ, [Video BW AutoMan] and enter 10kHz. 

You can clearly distinguish two signals with two independent peaks on top of them, as shown in Fig. 4.9. 

Caution 

Video bandwidth setting 

The video bandwidth is set as 10 kHz in order to show level reduction between two signals in the center of the 

screen. For large video bandwidth, video voltage generated by the envelope detector cannot be fully 

suppressed. Therefore, additional voltage will be generated in the transition area of two and displayed on the 

trace. 


































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































